TUVNORD

EG-Baumusterprifbescheinigung
EC type-examination certificate

Hiermit wird bescheinigt, dass das unten beschriebene Produkt der Firma
This certifies that the product described below from company

GEZE GmbH
Reinhold-Voster-Strale 21-29
71229 Leonberg

Deutschland

die Anforderungen des Anhangs | der Maschinenrichtlinie 2006/42/EG als eine Grundlage fur die EG-Konformitétserklarung erfullt.
meets the requirements of Annex | of the Directive 2006/42/EC as a basis for the EC declaration of conformity.

Geprift nach EN ISO 13849-1:2015
Tested in accordance with EN 12978:2003 + A1:2009
AutSchR:1997 (GC 365 SF)

Beschreibung des Produktes Door sensor
(Details s. Anlage 1)

Description of product

(Details see Annex 1)

Typenbezeichnung GC 365 R/ GC 365 SF
Type Designation

Bemerkung The sensor can detect the test body CA in the threshold area of the door regardless
Remark of the thickness of the door.

Registrier-Nr. / Registered No. 44 205 13099213 Gultigkeit / Validity

Prufbericht Nr. / Test Report No. 3537 9373 von / from 2025-03-13

Aktenzeichen / File reference 8003072839 bis / until 2030-03-12

. [
U ORD CERT GmbH Essen Essen, 2025-03-13

Zertifizierungsstelle Maschinen
Certification Body Machinery
Benannte Stelle 0044 / Notified Body 0044

TUV NORD CERT GmbH Am TUV 1 45307 Essen www.tuev-nord-cert.de technology@tuev-nord.de

Bitte beachten Sie auch die umseitigen Hinweise
Please also pay attention to the information stated overleaf



) Hinweise zum
TUV NORD CERT - Zertifikat

Dieses TUV NORD CERT - Zertifikat gilt nur fur die
umseitig bezeichnete Firma, das angegebene Produkt
und die genannte Fertigungsstéatte. Es kann nur von der
Zertifizierungsstelle auf Dritte Ubertragen werden.

Notwendige Bedienungs- und Montageanweisungen
missen jedem Produkt beigefiigt werden.

Jedes Produkt muss deutlich einen Hinweis auf den
Hersteller oder Importeur und eine Typenbezeichnung
tragen, damit die Identitdt des gepriften Baumusters mit
den serienmafig in den Verkehr gebrachten Produkten
festgestellt werden kann.

Der Inhaber des TUV NORD CERT - Zertifikates ist
verpflichtet, die Fertigung der Produkte laufend auf

Ubereinstimmung mit den Prifbestimmungen zu
uberwachen  und insbesondere  die in den
Prifbestimmungen  festgelegten  oder von  der
Zertifizierungsstelle geforderten Kontrollprifungen

ordnungsgemal durchzufihren.

Bei Anderungen am gepriiften Produkt ist die

Zertifizierungsstelle umgehend zu versténdigen.

Bei Anderungen und bei befristeten Zertifikaten ist das
Zertifikat nach Ablauf der Gultigkeit urschriftlich an die
Zertifizierungsstelle zuriickzugeben. Die
Zertifizierungsstelle entscheidet, ob das Zertifikat erganzt
werden kann oder ob eine erneute Zertifizierung
erforderlich ist.

Fir das TUV NORD CERT - Zertifikat gelten aufer den
vorgenannten  Bedingungen auch alle (brigen
Bestimmungen des allgemeinen Vertrages. Es hat
solange Gultigkeit, wie die Regeln der Technik gelten, die
der Prifung zu Grunde gelegt worden sind, sofern es
nicht auf Grund der Bedingungen des allgemeinen
Vertrages friher zurtickgezogen wird.

Dieses TUV NORD CERT - Zertifikat verliert seine
Gultigkeit und muss unverziglich der Zertifizierungsstelle
zurliickgegeben werden, falls es ungultig wird oder flr
ungultig erklart wird.

Information concerning the
TUV NORD CERT - Certificate

This TUV NORD CERT - certificate only applies to the
firm stated overleaf, the specified product and the
manufacturing plants stated. It may only be transferred to
third parties by the certification body.

Each product must be accompanied by the instructions
which are necessary for its operation and installation.

Each product must bear a distinct indication of the
manufacturer or importer and a type designation so that
the identity of the tested sample maybe determined with
the product launched on the market as a standard.

The bearer of the TUV NORD CERT - Certificate
undertakes to regularly supervise the manufacturing of
products for compliance with the test specifications and in
particular properly carry out the checks which are stated
in the specifications or required by the test laboratory.

In case of modifications of the tested product the
certification body must be informed immediately.

In case of modifications and expiration of validity the
original certificate must be returned to the certification
body immediately. The certification body decides if the
certificate can be supplemented or whether a new
certification is required.

In addition to the conditions stated above, all other
provisions of the General Agreement are applicable to the
TUV NORD CERT - Certificate. It will be valid as long as
the rules of technology on which the test was based are
valid, unless revoked previously pursuant to the
provisions of the General Agreement.

The TUV NORD CERT - Certificate will become invalid
and shall be returned to the certification body immediately
in the event that it shall expire without delay when it has
expired or revoked.
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zur EG-Baumusterpriifbescheinigung / to EC type-examination certificate

Registrier-Nr. /| Registered No. 44 205 13099213

Teilpriifungen:
Partial test:

Typbezeichnung:
Type designation:

Technische Daten:
Technical data:

Aﬂﬂ“g‘%

UWNORD CERT GmbH Essen
Zertifizierungsstelle Maschinen
Certification Body Machinery

EN 16005: 2023 +A1:2024 Chapter 5.8.11 and Annex C

DIN 18650-1:2010 Chapter 5.7.4 ESPE

GC 365R

GC 365 SF

Rated voltage: 12...24 VAC (10 %), 50/60 Hz

12..30 VDC (10 %)

Operation time: GC 365 SF
-35 °C ... +65 °C
GC 365 R
-20°C ... +55 °C
ESPE: Type 2
IP rating: IP54
Dimension: 267 x 61 x 38 mm

Essen, 2025-03-13

Benannte Stelle 0044 / Notified Body 0044

TUV NORD CERT GmbH

Am TUV 1 45307 Essen www.tuev-nord-cert.de

technology@tuev-nord.de
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zur EG-Baumusterpriifbescheinigung / to EC type-examination certificate
Registrier-Nr. /| Registered No. 44 205 13099213

Sicherheitskennwerte:
Safety related data:

Hinweise zur sicheren
Verwendung:
Notes for safe use:

A

ORD CERT GmbH Essen
Zert|f|2|erungsstelle Maschinen
Certification Body Machinery

Version Presence detection for Motion detection for
sliding doors sliding doors in escape
routes
OAM-DUALT Category 2
PLd )
OAM-DUAL TE Category 2 Category 2,
PLd PLd 23)

(2) - The external door control unit must be testing this function internally every 15s to fulfil the
requirements for escape routes. The maximum time to detect a failure is 15s.

(3) - The external door control unit must check that the frequency from the sensor is internal

90 to 110Hz to fulfil the requirements for escape routes. The maximum time to detect a failure is 15s.

1.All safety advices given in safety manual must be followed to achieve the
specified safety integrity and performance level.

1.For a complete functional safety assessment of a safety function, all
requirements of EN ISO 13849-1 have to be applied to the complete safety

function in which the safety sensor is used.

3.The validity of the assessment is only given for the hard- and software versions
described in technical report 3537 9373.

Essen, 2025-03-13

Benannte Stelle 0044 / Notified Body 0044

TUV NORD CERT GmbH

Am TUV 1 45307 Essen

www.tuev-nord-cert.de technology@tuev-nord.de
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