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Pull  switch  *
AREAS OF APPLICATION

Activation of automatic swing, sliding, folding, revolving and curved sliding doors

For triggering calls in barrier-free bathrooms or WCs

Surface-mounted installation

AREAS OF APPLICATION

Activation of automatic swing, sliding, folding, revolving and curved sliding doors

For triggering calls in barrier-free bathrooms or WCs

Surface-mounted installation

For triggering calls in barrier-free bathrooms or WCs

AREAS OF APPLICATION

Activation of automatic swing, sliding, folding, revolving and curved sliding doors

For triggering calls in barrier-free bathrooms or WCs

Surface-mounted installation

AREAS OF APPLICATION

Activation of automatic swing, sliding, folding, revolving and curved sliding doors

For triggering calls in barrier-free bathrooms or WCs

Surface-mounted installation

GEZE GmbH        Reinhold-Vöster-Straße 21–29        D-71229 Leonberg        TEL +49 7152 203-0        WEB www.geze.de        Mail info.de@geze.com

2025-12-09T16:18:00Z



PRODUCT FEATURES

Incl. pull chain 500 mm long
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TECHNICAL DATA

Productname Pull switch  *

Dimensions 36 x 94 x 34 mm

Switching voltage 230 V

Switching current 10 A

IP rating IP65

Type of installation Surface-mounted

Service temperature -30 - 80 °C

VARIANTS / ORDER INFO

Designation Description Ident-No. Colour Dimensions Type of installation

Pull switch Incl. pull chain 500 mm long 008607 red 36 x 94 x 34 mm Surface-mounted

* The products designated above may vary in form, type, characteristics, function, or availability depending on the country.
Please get in touch with your GEZE contact person if you have any questions.
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