
Germany
GEZE GmbH
Niederlassung Süd-West
Tel. +49 (0) 7152 203 594
E-Mail: leonberg.de@geze.com
GEZE GmbH
Niederlassung Süd-Ost
Tel. +49 (0) 7152 203 6440
E-Mail: muenchen.de@geze.com
GEZE GmbH
Niederlassung Ost
Tel. +49 (0) 7152 203 6840
E-Mail: berlin.de@geze.com
GEZE GmbH
Niederlassung Mitte
Tel. +49 (0) 7152 203 6888
E-Mail: frankfurt.de@geze.com
GEZE GmbH
Niederlassung West
Tel. +49 (0) 7152 203 6770
E-Mail: duesseldorf.de@geze.com
GEZE GmbH
Niederlassung Nord
Tel. +49 (0) 7152 203 6600
E-Mail: hamburg.de@geze.com
GEZE Service GmbH
Tel. +49 (0) 1802 923392
E-Mail: service-info.de@geze.com

Austria
GEZE Austria
E-Mail: austria.at@geze.com
www.geze.at

Benelux
GEZE Benelux B.V.
E-Mail: benelux.nl@geze.com
www.geze.be
www.geze.nl

Bulgaria
GEZE Bulgaria - Trade 
E-Mail: office-bulgaria@geze.com
www.geze.bg

China
GEZE Industries (Tianjin) Co., Ltd.
E-Mail: chinasales@geze.com.cn
www.geze.com.cn

GEZE Industries (Tianjin) Co., Ltd.
Branch Office Shanghai
E-Mail: chinasales@geze.com.cn
www.geze.com.cn

GEZE Industries (Tianjin) Co., Ltd.
Branch Office Guangzhou
E-Mail: chinasales@geze.com.cn
www.geze.com.cn

GEZE Industries (Tianjin) Co., Ltd.
Branch Office Beijing
E-Mail: chinasales@geze.com.cn
www.geze.com.cn

France
GEZE France S.A.R.L.
E-Mail: france.fr@geze.com
www.geze.fr

Hungary
GEZE Hungary Kft.
E-Mail: office-hungary@geze.com
www.geze.hu

Iberia
GEZE Iberia S.R.L.
E-Mail: info@geze.es
www.geze.es

India
GEZE India Private Ltd.
E-Mail: office-india@geze.com
www.geze.in

Italy
GEZE Italia S.r.l
E-Mail: italia.it@geze.com
www.geze.it

GEZE Engineering Roma S.r.l
E-Mail: roma@geze.biz
www.geze.it

Korea 
GEZE Korea Ltd. 
E-Mail: info.kr@geze.com 
www.geze.com

Poland 
GEZE Polska Sp.z o.o. 
E-Mail: geze.pl@geze.com 
www.geze.pl

Romania 
GEZE Romania S.R.L. 
E-Mail: office-romania@geze.com 
www.geze.ro

Russia 
OOO GEZE RUS 
E-Mail: office-russia@geze.com 
www.geze.ru

Scandinavia – Estonia 
GEZE Scandinavia AB eesti filial 
E-Mail: estonia@geze.com 
www.geze.ee

Scandinavia – Finland 
GEZE Scandinavia AB Filial Finland 
E-Mail: finland@geze.com 
www.geze.fi 

Scandinavia – Latvia 
GEZE Scandinavia AB Latvijas filiāle 
E-Mail: latvia@geze.com 
www.geze.lv

Scandinavia – Lithuania 
GEZE Scandinavia AB Filial Lietu. 
E-Mail: lithuania@geze.com 
www.geze.lt

Scandinavia – Sweden 
GEZE Sverige AB 
E-Mail: sverige.se@geze.com 
www.geze.se

Scandinavia – Norway 
GEZE Norway AS 
E-Mail: norge.se@geze.com 
www.geze.no

Scandinavia – Denmark 
GEZE Danmark ApS 
E-Mail: danmark.se@geze.com 
www.geze.dk

Singapore 
GEZE (Asia Pacific) Pte, Ltd. 
E-Mail: gezesea@geze.com.sg 
www.geze.com

South Africa 
GEZE South Africa (Pty) Ltd. 
E-Mail: info@gezesa.co.za 
www.geze.co.za

Switzerland 
GEZE Schweiz AG 
E-Mail: schweiz.ch@geze.com 
www.geze.ch

Türkiye 
GEZE Kapı ve Pencere Sistemleri 
E-Mail: office-turkey@geze.com 
www.geze.com

Ukraine 
LLC GEZE Ukraine 
E-Mail: office-ukraine@geze.com 
www.geze.ua

United Arab Emirates/GCC 
GEZE Middle East 
E-Mail: gezeme@geze.com 
www.geze.ae

United Kingdom 
GEZE UK Ltd. 
E-Mail: info.uk@geze.com 
www.geze.com

Door control unit 
DCU1-NT for automatic 
sliding doors
Slimdrive SL NT-CO48
Slimdrive SLT-CO48
ECdrive T2 CO48
Powerdrive PL-CO48

EN	 Additional wiring diagram

216539
2025-09_01 GEZE GmbH

Reinhold-Vöster-Straße 21–29
71229 Leonberg
Germany

Tel.: 0049 7152 203 0
Fax: 0049 7152 203 310
info@geze.com · www.geze.com

Validity
	à Hardware: DCU1-NT, Rev. A
	à Software:  DCU1-NT, V 4.0

Notes

	à This wiring diagram is applicable in addition to the wir-
ing diagram of DCU1-NT, DCU1-2M-NT.

The sliding door opens with a bungee cord in the event of 
a power failure. 

	X Check the strength of the rubber cable within the con-
text of maintenance. 

In the event of a power failure, the door should open com-
pletely with the bungee cord and not fasten in the open 
position.

Motor gear unit
	à Motor gear unit DCU1-CO48, Mat. no. 122329
	à Diode 1N4007, mat. no. 115293
	X When connecting the brake to PA1, set the parameter A1 in the 

Service menu to 06 - Motor brake.
	X When connecting the brake to PA2, set parameter A2 to 06 - Mo-

tor brake in the service menu.
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1	 Rotary encoder
2	 Temperature sensor
3	 Motor gear unit
4	 Brake
5	 Thermal
6	 Shield
7	 Motor_B
8	 Motor_A
9	 Diode 1N4007


