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Introduction myGEZE Control

1 Introduction

1.1 Symbols and illustrations

Warning notices

In these instructions, warning notices are used to warn against material damage and injuries.
» Always read and follow these warnings.

» Observe all the measures that are marked with the warning symbol and signal word.

DANGER Danger to persons.
Non-compliance will result in death or serious injuries.

WARNING Danger to persons.

E Non-compliance can result in death or serious injuries.

CAUTION Danger to persons.
Non-compliance can result in minor injuries.

Further symbols and means of representation
Important information and technical notes are highlighted to explain correct operation.

means "important note"
Information to prevent property damage, to understand or optimise the operation se-
quences.

ﬂ means "additional information"

1.2 Reference documents

Description myGEZE Control-BACnet module types data points 207846
Description myGEZE Control OPC UA Definitions 213696
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2 Safety

2.1 Safety notes

The details in this description always refer to the factory standard configurations. Changes to the software con-

figuration of the control unit can only be made by trained GEZE specialised personnel. No warranty claims may

be made against the manufacturer or distributor of the control unit for damage that is due to interventions in

the control unit which are not authorised by the manufacturer or its distributor.

The details in these instructions must be observed when connecting components. Planning and calculation of

the power network is to be done by an installer and has to be carried out in accordance with the statutory regu-

lations (in Germany for example in accordance with MLAR).

m  Before the system is released for operation, an insulation measurement of the system's line network must
be performed and logged.

®m  Contact GEZE if support is needed for planning and system set-up.

The information is subject to permanent technical development.
It is possible that the descriptions and drawings shown do not always correspond to the current
status. For this reason, the current information must always be obtained from the manufacturer.

» Immediately resolve any system faults.
» Always keep the installation instructions on hand near the control unit (e.g. in a plastic
sleeve directly on the front door)

b These instructions must be followed to ensure personal safety.

Obligations of the operator

®m  Secure workplace against unauthorised entry.

= |nstallation, commissioning and maintenance may only carried out by qualified personnel authorised by
GEZE. If unauthorised changes are made to the system, GEZE cannot be made liable in any way whatsoever
for any resulting damages.

= Only provide the control cabinet key to trained personnel.

Electrical system

m  Before working on the electrical system, interrupt the power supply (mains and rechargeable battery) and
verify the safe isolation from supply.

B The connection to the mains voltage must be performed by a qualified electrician. The power connection
and protective earth conductor test must be carried out in accordance with DIN VDE 0100-600.
Work may only be carried out by a qualified electrician or a “qualified electrician for restricted work”.
An on-site, 2-pole miniature circuit breaker with locking option is to be used as a line-side disconnecting
device, in accordance with the permissible cable current load.

Live parts are exposed after the system housing has been opened. The system must be disconnected from the
supply voltage before any intervention in the control unit. The connecting terminals for system components in
parts have a low voltage of <50 V.
®  Only switch mains voltage on after connection of all the system components.
®  Protect the control unit against unauthorised access and prevent the unit from being opened.
B Only use the cables specified in the wiring schematic. Connect the shields according to the wiring diagram.
®  Determine cable types (e.g. fire protection cable) and the required IP rating in agreement with the local of-
ficial approval authority.
Insulate unused cores.
®  Secure loose cables with cable ties.



Safety myGEZE Control

Maintenance

If necessary, a safety technology inspection and maintenance should be carried out by a specialist authorised by
GEZE. Written verification of the test is provided.

Spare parts
GEZE does not accept any warranty for combinations with third-party products.
®m  Use only original GEZE parts for repair and maintenance work.

Regulations and standards
Warranty claims require assembly, installation and maintenance to be performed by a specialist company ac-
cording to the manufacturer's specifications. The owner-operator and/or installer commissioned by the owner-
operator must observe all relevant legal regulations and have been briefed on proper operation.

» Perform system maintenance according to legal regulations.

» Observe the maintenance specifications.

» Observe the latest versions of guidelines, standards and country-specific regulations, in particular:

» DIN VDE 0100-600 “Setting up low-voltage systems”

» DIN EN 60335-2-103 "Household and similar electrical appliances - Safety; Particular require-
ments for drives, for gates, doors and windows"

» Accident prevention regulations, especially DGUV regulation 1 “Accident prevention regula-
tion, principles of prevention” and DGUV regulation 3 “Accident prevention regulation, elec-
trical installations and equipment”

» VDE 0815 “Installation cables and lines for remote and information processing systems”

» MLAR “Model Guideline for Line Systems”

2.2 Intended use

The building automation and control system realises networking solutions. The networking control unit com-
plies with recognised engineering practice and conforms to the applicable safety regulations. The system is ex-
clusively intended to be used in dry rooms.
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3 Functions and properties

myGEZE Control is the central controller system to which the field products can be connected.

The building automation and control system is used for connecting control units for emergency exits, electric
locks, automatic door systems, smoke and heat extraction systems and automatic window systems as well as
devices from adjacent product groups for use in building management and physical security information man-
agement systems.

Typical applications include:
» Using data concerning product statuses, events and error messages in other systems via BAC-
net/IP
» Operation of the connected field level devices via software applications
» the possibility of evaluating building management systems data

For integration in building management systems, the field level devices must be connected via interface mod-
ules to a building automation controller, and the data that is needed for their integration must be provided via
specific configuration files.

If a housing has been specified in the order placed with GEZE, all units are housed in a lockable enclosure made
of painted sheet steel (RAL 7035) with a locking insert, with an IP rating of 30. The dimensions of the housing
depend on the version and configuration of the control unit.

3.1 Modular principle

Hardware configuration
» The terminals are installed on a standard top hat rail (TS 35). The basic controller recognises the
bus terminals connected to the system. These have to match the software configuration.
Software configuration
» The basic controller recognises the bus terminals connected to the system. These have to match
the software configuration

3.2 Control unit components

3.2.1 Power supply (depending on the version)

1x power supply (6.25 A-24 V DC) (standard equipment)

1x miniature circuit breaker B10

1x set of terminals for connection of the mains voltage 230 V AC

2x fuse terminals 24 V DC (4 A) for protection of the controller system + terminals
Optional: Power supply (10 A, 24 V DC) (special equipment for control cabinet size 4)

A\ A A A 4

3.2.2 Terminals

» Basic controller
» Powerful embedded PC/ control unit with a switched Ethernet port which supports the BAC-
net protocol.

»  Bus terminals for communication with GEZE bus:
» The terminal enables integration of the GEZE field products which have a GEZE bus connec-
tion in the terminal network.
» Up to 5 x GEZE bus terminals can be installed.
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» Bus terminals for communication with KNX:

» 2 EIB/KNX bus terminals are required for connection of the GEZE window technology mod-
ules IQ box KNX. One for receiving, one for transmitting. The number of maximum possible
group addresses in the application is only limited by the max. number of 1Q box KNX that can
be connected.

» Digital input terminals:
» For the detection of potential-free binary status signals from the products connected
» Digital output terminals:

» For switching binary control signals to the products connected

» Available as relay output

» Variants with 2 or 4 channels and normally open or change-over contact available

»  Auxiliary terminals:
» Asa connection point for e.g. reference potential or tapping 24V DC
» Forinternal functions e.g. refreshing bus signal or coupling terminals
» Busend covers:
» Every assembly must be completed by a bus end cover fitted on the right-hand side.

3.3 Standard control units

The following standard control units are available:

myGEZE Control standard control units

1 2 3 4
Control cabinet size
W x Hx D [mm] 300 x 400 x 200 400 x 500 x 200 600 x 600 x 250 600 x 800 x 250
Mat. No. 203991 203992 203993 203995
Spaces for additional terminals
(in addition to the basic controller) 10 15 25 40

Extension options:

» Installation of a larger power supply is possible in the standard control unit size 4 in order to sup-
ply the components accordingly.

3.4 Distributor

The distribution cabinet offers the option of distributing networking technology decentrally throughout the
building. Multiple distributors can be positioned in a project, for instance locally on a door system or in another
sub-distributor. The local cables can then be connected there.

A bus connection is used for communication with the basic device.

The following distributor is available:

Standard distributor for myGEZE Control

1
Size 361x254x 165
W x HxD [mm]
Mat. No. 203996
Spaces for additional terminals 10
(in addition to the basic controller or coupling termi-
nal)

» The distribution cabinet can also be used for the installation of other / further electrical compo-
nents e.g. installation of external input and output couplers.
» Adistribution cabinet can also be used to install a basic device for small-scale applications.

(GEZE] °
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4  |nstallation

Installation sequence (overview)

correct (control unit size, terminals etc.). Later complaints will not be accepted.

b > Before starting work check the delivery slip to ensure the delivery is complete and
» Have assistants hold the control cabinet while screwing in place.

Check the equipment configuration of the control unit and adapt/supplement if necessary.
Attach housing securely and keep easily accessible for servicing etc.
Mark fixing holes.

Select suitable fasteners for the substrate.

Screw the control cabinet in place.

Screw the control unit in place.

Cut off the graduated nipples in accordance with the cable diameter.
Route the cables through the graduated nipples into the control unit.
Connect external components in accordance with wiring diagram.
Connect mains power supply.

Put the system into operation.

VVVVVVVVYVYYVYY

4.1 Equipment and configuration of the control unit

Minimum and maximum equipment
» The minimum equipment comprises power supply, 1x basic controller, 1x bus terminal depending
on the function to be performed and a bus end cover to protect the electrical contacts.
» The housing size depends on the number and layout of the bus terminals.
» The maximum layout can contain up to 40 terminals. Control cabinet size 4 must used in this case.

GEZE] 1
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4.1.1 Space required for the bus terminals and components on the top hat rail (width)

Controllers / terminals
» Basic controller

> 71 mm
» Bus terminals for communication with GEZE CAN-bus:
> 24 mm

» Bus terminals for communication with 1Q box KNX:
» 2x12mm+ 1x 12 mm for couplers + 1x 12 mm for end terminals
» Digital input terminals:

> 12mm
» Digital output terminals:
> 12mm
» Auxiliary terminals:
> 12mm
» Busend covers:
» 6/12mm

ESEe

JEIE T

Fig. 1: Terminals assembled

Power supply (standard equipment)

~100 mm

~80 mm

Fig. 2: Standard power supply unit

b The power supply is located on a separate top hat rail.
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4.1.2 Layout of the terminals on the top hat rail

the project-specific electric wiring diagram. For further information, see 6.2 Technically possible or-

b It is imperative that the terminal layout on the top hat rail is observed. It is also precisely defined in
der of terminals in the template project, on page 47.

Potential sequence:
» Place the terminals on the top hat rail in the following order directly next to each other (from left
to right):
» Basic controller
Input and output terminals
Auxiliary terminals (if any)
Bus terminals for communication with GEZE CAN-bus
Coupler (if installed for KNX connection)
Bus terminals for communication with KNX (if installed for KNX connection)
Bus end terminal (if no internal couplers + KNX terminals installed)

vVVvVvyVvyYVYyYy

4.1.3 Changing the module configuration/system state

If changes are made to the module configuration (number, type and order of the terminals), this must be
adapted in the software configuration.

If the hardware configuration does not match the software configuration, the system does not enter runtime
mode after start and ramp-up phase. Depending on the false configuration, the system remains in configuration
mode (blue status LED) or error (red status LED).

A correct system state in run mode can be seen on the basis of the green status LED.

Only connect or disconnect the terminals in a de-energised state.
Switch the mains voltage off first.
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4.1.4 Approved type of installation / minimum distances

4.1.4.1 Prescribed installation positions for temperatures up to 60°C

Mount the embedded PC horizontally in the control cabinet on a carrier rail so that the heat

is discharged optimally.

The ventilation options are on the underside and top of the housing. This will ensure an optimum air flow verti-
cally through the embedded PC. In addition, a clearance of at least 30 mm above and below the embedded PC
is required to ensure sufficient ventilation.

LA
R =30 mm

-
|m
]

— |
= 0o oo
=000000 00
— L] OO |00 00 ——
= 1[I ()
I— Il=
= %}% ] muj) e
=00 00
L[S i S | By (v S
kxx
;’l ;" ,'" 2 30 mm

Fig. 3: Type of installation at temperatures up to 60°C.
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Installation

Installation / removal

4.1.5

Installation and removal - lever release of the terminals

4.1.5.1

The terminal modules are mounted on top hat rails (35 mm) in accordance with EN 60715.

Installation

Fig. 4: Assembly

Disassembly

Fig. 5: Dismantling

Each terminal is secured by a locking mechanism on the top hat rail which must be released for removal:

Pull the terminal by its orange-coloured tabs approx. 1 cm down from the top hat rail. This automatically

1.

releases the top hat rail locking mechanism of this terminal and you can now pull the terminal out of the

bus terminal block without having to apply a great deal of force.

To do this, grip the unlocked terminal with your thumb and index finger at the top and bottom of the

housing areas of the same time and pull it out of the bus terminal block.

2.
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4.1.6 Wiring

[A0AMN

o
S|
R

Fig. 6: Wiring

Up to eight terminal points make the connection of solid or finely stranded cables possible on the bus terminal.
The terminal points use spring-loaded technology. Connect the cables as follows:

1. Open a terminal point by pressing a screwdriver straight up to the stop into the square opening above the
terminal point. Do not turn the screwdriver, move it back and forth, or lever it. Use a size 0 screwdriver.

2. The wire can now be inserted without resistance into the round terminal opening.

3.  Reducing the pressure closes the terminal point automatically and causes it to hold the wire securely and
permanently.

Terminal housing Input terminal
Cable cross-section (solid) 0.08...2.5 mm?
Cable cross-section (finely stranded) 0.08...2.5 mm?
rC:aIte);e cross-section (single-core cable with wire end fer- 014,15 mm?
Stripping length 8...9mm
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4.2 Connection of the control unit

4.2.1 Mains connection

Once all the components have been connected and configured and the connections checked,
the mains voltage can be connected by a qualified electrician.

WARNING!
Risk of fatal injury due to electric shock!

»  Switch off the power feed and ensure it is not switched back on before connecting
the power supply.
» Ensure the on-site power supply circuit is de-energised.

» Connect the 230 V AC on-site power supply cir-
cuit to the mains connection terminals of the
SHEV control panel.

Cross-sectional area of connection line:
1.5 mm?...2.5 mm?

@ mm (|| |

1 L
2 N
3 PE

4.3 Connecting external components

The external components may only be connected to the system in accordance with the enclosed electric
circuit.
» The system must be de-energised by releasing the on-site disconnector before any connection
work is performed.
» Ensure isolation from supply in the control cabinet.

Basic controllers have a system-internal 1-second UPS to backup persistent data. In other words, when
the power supply has been switched off, the system requires approx. 1 to 3 seconds before it is finally

The electrical installation must be carried out in accordance with the applicable regulations and guide-
lines.

b shutdown, depending on structure and thus capacity utilisation.

GEZE] 1
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5 Hardware description

5.1 myGEZE Control CPU MODULE 8191

BECKHOFF
6191

[
X001 D WD
ERR

X101

X102

BACnet/IP

Fig. 7: myGEZE Control CPU MODULE 8191

EI PRGEE O ®WOHOOO

Ethernet port

Link/Act

Ethernet RJ45 (switched)
Link/Act

Ethernet RJ45 (switched)

Address selection switch/DIP switch

The DIP switch can be used to set the IP address for the switched Ethernet interfaces
X101/X102.

Power LEDs

Diagnosis of the power supply for embedded PC and terminal bus. Status of E-bus and K-bus
communication.

E-bus or K-bus

Supply coupler

Front flap (the battery compartment and microSD card slot are under this flap)
Power supply for the battery-buffered clock for time and date.
Power contact feed

Power contacts, +24V, 0V, PE
Power contacts for bus terminals.

17
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The CPU 8191 is a control with two Ethernet ports. The upper port X001 is intended for system configuration.
The two switched Ethernet ports, X101 and X102, are used to connect to customer networks. All configured
data protocols are supported.

Diagnosis LEDs
Display LED Meaning
- i TC TwinCAT status-LED
Cx8191 TwinCAT is in run mode (green)
TwinCAT is in stop mode (red)
‘:I TC TwinCAT is in config mode (blue)
]:I WD WD No function ex works. The LED can be configured
- for application-specific diagnostic
. messages.
ERR Lights up red following switch-on. Software is being

loaded. Goes out when everything is OK. Parameters
can be set for the LED for application-specific diagno-
sis messages.

ﬂ Parameters can be set for the LED for application-specific diagnosis messages.

Reset button
You can activate config mode using the reset button. You can use this function if
the PLC program unintentionally causes an error. You have to keep the reset button
pressed for a longer time during the restart for this.
Enable config mode as follows:
» Open the front flap.
»  Switch off the embedded PC.
» Start the embedded PC and hold the reset button down until the ERR LED lights up red
and then yellow.

This puts the basic controller in config mode. You can no longer activate the device without a program-
ming device with the software TwinCAT 3 in an appropriate version.

Setting the IP address with DIP switches
You can only use the DIP switches S101 to set the IP address for the switched Ethernet interfaces X101/
X102. The DIP switches have no meaning for the Ethernet interface X001.
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Al

0L68 .96V e T L™

Fig. 8: DIP switch S101, switches 1 to 10.

Switch right-hand position: on “1”.

Switch left-hand position: off “0”.

You can edit the last byte of the IP address using DIP switches 1 to 8. The DIP switches take priority over the set-
tings in the operating system. Changes are only applied after the embedded PC has been restarted.

DIP switch S101 Meaning
10 on and 9 off DHCP active. Default setting ex works.
The DIP switches 1 to 8 then have no meaning.
10 off and 9 off DHCP inactive.
By default, the fixed IP address 192.168.1.xxx and the subnet mask 255.255.255.0 are
used.
The last byte of the IP address 192.168.1.xxx is edited using DIP switches 1 to 8.
10 off and 9 off The complete IP address is adopted from the operating system or the web interface
1to8allon (Beckhoff Device Manager)
Example

If you want to set the IP address 192.168.1.67 for the X101/X102 Ethernet interface using the DIP switches, you
must configure the DIP switches as follows:

DIP1 DIP2 DIP3 DIP4 DIP5 DIP6 DIP7 DIP8 DIP9 DIP10
on on off off off off on off off off

The value for the last byte of the IP address then results from the DIP switches switched on.
20+ 21 +26 =67
Values for the individual DIP switches:

DIP1 DIP2 DIP3 DIP4 DIP5 DIP6 DIP7 DIP8
Value 2° 2! 2’ 2’ 2¢ 2’ 2° 2

b This controller is only supported up to software version myGEZE Control 2.2!
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5.2 myGEZE Control CPU MODULE 8290

EsE?EuHHUFF
®— O 3 S e
— i

-
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Fig. 9: myGEZE Control CPU MODULE 8190

USB port

Ethernet port X001

Link/Act

Ethernet RJ45 X101 (switched)

Link/Act

Ethernet RJ45 X102 (switched)

Link/Act

Power LEDs

Diagnosis of the power supply for embedded PC and terminal bus. Status of E-bus and K-bus
communication.

E-bus or K-bus

Supply coupler

Front flap (the battery compartment and microSD card slot are under this flap)
Power supply for the battery-buffered clock for time and date.

Power contact feed

Power contacts, +24V, 0V, PE
Power contacts for bus terminals.

@GO ® QEOOEOOO
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The CPU 8290 is a control with two Ethernet ports. The upper port X001 is intended for system configuration.
The two switched Ethernet ports, X101 and X102, are used to connect to customer networks. All configured
data protocols are supported. Either E-bus or K-bus terminals can be connected in series.

Diagnosis LEDs
Display LED Meaning
TC TwinCAT status-LED
(X8290 TwinCAT is in run mode (green)
TwinCAT is in stop mode (red)
D 1C TwinCAT is in config mode (blue)
D WD WD No function ex works. The LED can be configured
for application-specific diagnostic
. ERR messages.
—_— ERR Lights up red following switch-on. Software is being

loaded. Goes out when everything is OK. The light
emitting diode can be configured to display applica-
tion-specific diagnostic messages.

—n Parameters can be set for the LED for application-specific diagnosis messages.

Reset button
You can activate config mode using the reset button. You can use this function if
the PLC program unintentionally causes an error. You have to keep the reset button
pressed for a longer time during the restart for this.
Enable config mode as follows:
» Open the front flap.
»  Switch off the embedded PC.
» Start the embedded PC and hold the reset button down until the ERR LED lights up red
and then yellow.

This puts the basic controller in config mode. You can no longer activate the device without a program-
ming device with the software TwinCAT 3 in an appropriate version.

b From software version myGEZE Control 3.0 onwards, only this type of controller will be supported!
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5.3 myGEZE Control CAN MASTER TERMINAL

"

O—e
@—. AN Err
X/

U Er

CANopen

BECKHOFF EL6751
| S— p——

Fig. 10 : myGEZE Control CAN MASTER TERMINAL

@ LED Run

@ LED CAN Error

@ LED CPU Error

@ BUS connection

The terminal makes it possible to integrate any CAN devices in the EtherCAT terminal system and can be used as
a Master (EL6751) or Slave (EL6751-0010). In addition, general CAN messages can be sent and received without
having to deal with CAN frames in the application program.

As a CAN Master, the terminal makes it possible to integrate bus-capable GEZE product systems. Telegrams can
be transmitted and received via a channel. Up to 63 devices can be connected to a terminal. The max. possible
bus length varies depending on the wiring, number of devices, disrupting influences due to circumstances on
site.

Application
» Emergency exit system (EES) GEZE TZ 320, 321, 322
» Automatic door drives DCU 1,2,6,8 (DCU light)
» Smoke and heat extraction system (SHEV) GEZE MBZ 300
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LED displays
The most important statuses of the terminal can be diagnosed quickly on the basis of the LEDs.
LED Colour Meaning
RUN green This LED indicates the operating status of the terminal:
off Status of the EtherCAT State Machine
INIT = Initialisation of the terminal;
BOOTSTRAP = Function for firmware updates to the terminal
Flashes with2Hz  Status of the EtherCAT State Machine
PREOP = Function set for mailbox communication and deviating
standard settings.
flashes at 1 Hz Status of the EtherCAT State Machine
SAFEOP = Check the channels of the Sync Manager and Distrib-
uted Clock. Outputs always remain in safe status.
On Status of the EtherCat State Machine
OP = Normal operating status, mailbox and process data commu-
nication is possible.
Err red off All configured bus devices fault-free (Box State=0), TwinCAT task or
process is running.
flashes at 1 Hz At least one Box State is not equal to zero (e.g. device not found,
wrong configuration, device faulty).
flashes at 10 Hz Configuration upload is carried out.
On CAN controller is Bus OFF. Physical CAN problem.
Possible causes of fault e.g. no terminating resistor, bus cable too
long, wrong Baud rate, node address assigned twice, wiring fault,
short-circuit. Restart necessary.
CPU Error red On Fault in the processor of EL6751.

flashes at 10 Hz

Processor of EL6751 starts.

23
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54 myGEZE Control CAN connector

Fig. 11: myGEZE Control CAN connector (left: version 1/ right: version 2)

The bus lines are connected to the bus terminal via a 9-pole D-sub connector for CAN with an integrated termi-
nating resistor. Two cables can be connected to the connector. This is necessary if the bus terminal is NOT the
end of a bus segment. In this case, the integrated switch for terminating resistor must be deactivated; OFF posi-
tion.

If the bus terminal designated as the first or last device on the bus segment, in other words forms one end of
the bus, the integrated switch for terminating resistor must be activated: ON position. In this case, connection of
a cable is only possible at the first connection (PIN 1,2,3).

1.6 3 CAN GND
24 2 CAN L
35 7 CANH
= 5 CAN SHD

Tab. 1: myGEZE Control CAN connector pinout, version 1
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XFL[ 53 éﬁ 4;% o c!)é ég

“1&EFA5) 1 2 | 3 15

BECKHOFF EL6751
=K1-CO1

K1ISEFAL) 1

Fig. 12: myGEZE Control CAN connector, version 1 — connection diagram

GND 3 CAN GND
1C-, 2C- 2 CANL
1C+, 2C+ 7 CANH
- 5 CAN SHD

Tab. 2: myGEZE Control CAN connector pinout, version 2

GEZE) 2



Hardware description

myGEZE Control
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Fig. 13: myGEZE Control CAN connector, version 2 — connection diagram
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5.5 myGEZE Control KNX-System
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Fig. 14 : myGEZE Control KNX System
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@ myGEZE Control E-bus coupler

@ myGEZE Control terminal KNX/EIB

@ myGEZE Control bus end terminal

A combination of these 4 terminals is necessary for KNX

>
>
>

>

1x myGEZE Control E-bus coupler
2x myGEZE Control terminal KNX/EIB
1x myGEZE Control bus end terminal

Technically 2 EIB/KNX terminals are ALWAYS necessary.

g Eleg ] |
B ol GH{>uN

>l

Is connected to a 2-wire KNX system (twisted pair)
No configuration of this device in ETS necessary, terminal is a passive bus device.

[,

>u/l 88

I

= ) |
= ] |

aul

3

= g |

'BECKHOFF

Information for
»  Wind alarm
»  Wind value
» Rainalarm

In larger ETS projects, it may be necessary to adjust the line coupler and filter. The 4 terminals can
only be used once per controller. With this connection, 200 x IQ box KNX can be connected.

» Safety

is used by KNX and mapped on BACnet (once, not per 1Q box KNX).

Layout

(GEZE]
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Fig. 15: Layout of bus terminals for communication with KNX
Set

Set

EIB+

EIB+

Power contact +24 V

EIB-

EIB-

Power contact 0OV

Shield

Shield

POEEOOO®OEO

This/these terminal(s) is/are required for communication with the GEZE IQ box KNX for connection of window
drives. Two terminals are always needed.

Connection to a myGEZE Control system must always be via a coupler module since it is a different internal
communication technology.
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LED displays
l L

Fig. 16: KNX LED indicators

@ LED Run

@ LED Set

@ LED EIB-TXD

@ LED EIB-RXD/Power

@ LED Send

@ LED Receive

@ LED EIB Error
[EEZE] 2
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Example
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Fig. 17: Example layout for communication with KNX
myGEZE Control Basic

DI 8K.-DIGI-IN., 24 V DC
Potential dist. TE. 16x 24VDC
DO 4K.-REL.-OUT. 125V DC
myGEZE Control CAN

Bus coupler

myGEZE Control KNX

Final terminal

GOEOOOOO
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LED displays

=
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Fig. 18: KNX LED indicators

LED K-Bus Run
LED Set

LED EIB-TXD

LED EIB-RXD/Power

QOOGOOO

LED Send
LED Receive
LED Receive
K-BusRun green | 1 Glows dimly to brightly: K- None K-Bus communication
Bus communication OK K-Bus communication
Set green

EIB-TXD green

EIB-RXD/  green
POWER

SEND green

RECEIVE green

EIB ERROR red
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5.6 myGEZE Control 8-channel digital input terminal
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Fig. 19 : myGEZE Control 8-channel digital input terminal

Designation Meaning
@ INPUT 1 Input 1
@ INPUT 2 Input 2
@ INPUT 3 Input 3
@ INPUT 4 Input 4
@ INPUT 5 Input 5
@ INPUT 6 Input 6
@ INPUT 7 Input 7
INPUT 8 Input 8

Digital input terminal with eight inputs to detect binary control signals from the process level.
Connection of non-bus-capable components to the GEZE building system.

Eight channels that indicate their signal state through light emitting diodes.

Up to ten digital inputs possible per basic controller.
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LED displays
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Fig. 20: KNX LED indicators

GOEOOOEO

Signal-LED 1
Signal-LED 2
Signal-LED 3
Signal-LED 4
Signal-LED 5
Signal-LED 6
Signal-LED 7

Signal-LED 8

INPUT 1-8

green | off

Signal voltage “0” (-3V ...5V)

On

Signal voltage “1” (11 V..30V)
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5.7 myGEZE Control potential distribution terminal 24 V DC
" E9188 & R

7w

I- P-
+24 V. 5 +24V ,_?
R 9
| M |
+24V. ‘s " +24V
e .
1
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+24V. s'e +24V ;
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+24V. ; : +24V 5
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: sijﬁi
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+24V, ‘: “: +24V E |
- o
+24 +24 : ;
: : : 4(&’5)15%
+24V ‘s" +24V : :
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Fig. 21 : myGEZE Control potential distribution terminal 24 V DC

@ Power contact +24 V
@ Power contact OV

-

The potential distribution terminal makes 16 terminal points with 24 V potential available at the front at the ter-
minal contacts. The 24 V power contact is connected to the terminal contacts at the front and is passed through
to the adjacent terminal. The 0 V power contact is not connected to the terminal contacts at the front, it is
passed through to the adjacent terminal. This allows the use of additional terminal blocks on the terminal strip
to be reduced.



Hardware description myGEZE Control

5.8 myGEZE Control potential distribution terminal 0 V DC

I EL9189 & L
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Fig. 22: myGEZE Control potential distribution terminal 0 V DC

@ Power contact +24 V
@ Power contact OV

The potential distribution terminal makes 16 terminal points with 0 V potential available at the front at the ter-
minal contacts. The 0 V power contact is connected to the terminal contacts at the front and is passed through
to the adjacent terminal. The 24 V power contact is not connected to the terminal contacts at the front, it is
passed through to the adjacent terminal. This allows the use of additional terminal blocks on the terminal strip
to be reduced.
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5.9 myGEZE Control output terminal 2-channel relay

0= it ]

Fig. 23 : myGEZE Control output terminal 2-channel relay

LED relay 1

LED relay 2

Relay, 1 normally open contact

Relay, 2 normally open contact

Relay, 1 middle contact

Relay, 2 middle contact

Relay, 1 normally closed contact

Relay, 2 normally closed contact

PE (internally connected to terminal point 4)

PE (internally connected to terminal point 4)

OBREEOEOOHEOO

Power contact PE
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LED displays

Relay 1, green | off Changeover contact between terminal points 2-3 (channel 1) or 6-7 (channel 2)
relay 2 closed.
On Changeover contact between terminal points 2-1 (channel 1) or 6-5 (channel 2)
closed.

The output terminal has two relays with one change-over contact each. The signal state of the EtherCAT termi-
nal is indicated by light emitting diodes. The output terminal is equipped with potential-free contacts, the
power contacts are not passed through.
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5.10 myGEZE Control output terminal 4-channel relay
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Fig. 24 : myGEZE Control output terminal 4-channel relay

Signal LED 1

Signal LED 2

Signal LED 3

Signal LED 4

Relay, 1 normally open contact
Relay, 2 normally open contact
Relay, 1 normally open contact
Relay, 2 normally open contact
Relay, 3 normally open contact
Relay, 4 normally open contact
Relay, 3 normally open contact
Relay, 4 normally open contact
Power contact

Power contact

EIG@@@G@Q@@@@@@@
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myGEZE Control
LED displays
Signal 1-4  green | off Terminal points 1-2 (channel 1), 5-6 (channel 2), 3-4 (channel 3) or 7-8 (chan-
nel 4) not connected.
On Terminal points 1-2 (channel 1), 5-6 (channel 2), 3-4 (channel 3) or 7-8 (chan-
nel 4) connected.

The output terminal has four relays with one single contact each. The relay contact can be used up to 125 V AC
or 30 V DC. The signal state of the EtherCAT terminal is indicated by light emitting diodes. The output terminal is
equipped with potential-free contacts. The power contacts are passed through.
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5.11 myGEZE Control power supply terminal
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Fig. 25: myGEZE Control power supply terminal
Power LED (E-bus)

Power LED (power contacts)
Diagnostic LED (E-bus)
Diagnostic LED (power contacts)
Run LED

24V feed

Power contact

0V feed

Power contact

PE

OBREEOEOOHEOO

Power contact

The EL9410 power supply terminal serves to regenerate the E-bus via which the data exchange between Ether-
CAT coupler and terminals takes place. Every EtherCAT terminal requires a certain current from the E-bus. This
current is supplied by the power supply of the respective EtherCAT coupler to the E-bus. It can be used with
configurations with a large number of EtherCAT terminals to increase the power supply of the E-bus by 2 A. The
power supply terminal has a diagnosis function which is displayed by LED and in the process image.
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5.12 myGEZE Control coupler

—

EtherCAT.

5 000

|

EKTI00
= ] |
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| BECKHOFF

Fig. 26: myGEZE Control coupler

Link/Act In

Signal input EtherCAT
Link/Act Out

Signal output EtherCAT
Power LEDs

E-bus

Supply coupler

Power contact feed

Power contacts

GOEOEOOEOO

The EtherCAT coupler is the link between the EtherCAT protocol on field bus level and the EtherCAT terminals.
The coupler converts the telegrams from the Ethernet 100BASE-TX- to the E-bus signal representation in a pass.
A station is made up of a coupler and any number of EtherCAT terminals which are automatically detected and
shown individually on the process image.

The EtherCAT coupler has two RJ45 sockets. The coupler is connected to the network with the upper Ethernet
interface, the lower socket is used for the optional connection of further EtherCAT devices in the same line. In
addition, an EtherCAT junction or an EtherCAT extension can be used for the extension or to build up a line or
star topology.
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5.13 myGEZE Control extension
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Fig. 27: myGEZE Control extension

@ Run LED

@ Signal output EtherCAT

@ Link/Act In

The EtherCAT extension is set at the end of an EtherCAT terminal line or an embedded PC of the CX series and
offers the possibility of extending the EtherCAT network in line topology.

The EtherCAT extension has an RJ45 socket which permits connection of an Ethernet cable with RJ45 connector
and sets up a connection to a further EtherCAT line or to individual EtherCAT devices. The E-bus signals are con-
verted to 100BASE-TX-Ethernet signal representation in a pass. The electronics are supplied via the E-bus. Pa-
rameter setting or configuration is not necessary.
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5.14 myGEZE Control 2-port junction

' |

O—— e~

EtherCAT. ™

@7
@7

BECKHOFF EX1122
—_—

1

Fig. 28: myGEZE Control 2-port junction

@ Run LED
@ EtherCAT junction 1
@ EtherCAT junction 2

The 2-port EtherCAT junction can be used in an EtherCAT terminal line at any point between the EtherCAT ter-
minals and makes it possible to build up EtherCAT star topologies. The use of several EK1122 in one station al-

lows a modular EtherCAT star hub to be realised.
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5.15 myGEZE Control bus end cover

Fig. 29: myGEZE Control bus end cover

Each bus station must be completed by an end cover on the right-hand side.
Information (functional description, wiring diagram or explanation of the LED displays) about the individual ter-
minals is available in the Beckhoff information system: https://infosys.beckhoff.com/index.htm

GEZE 2
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5.16 Terminal name with myGEZE Control assignment to Beckhoff

The table below shows the correct assignment of the terminal names:

Designation GEZE GmbH

Designation Beckhoff

Link

myGEZE Control CPU MODULE

CX8191 | Embedded PC with BAC-

www.beckhoff.com/CX8191

8191 net/IP
myGEZE Control CPU MODULE CX8290 | Embedded PC with BAC-  www.beckhoff.com/CX8290
8290 net/IP

myGEZE Control CAN MASTER
TERMINAL

EL6751 | EtherCAT terminal

www.beckhoff.com/EL6751

myGEZE Control CAN connector
Version 1

Version 2

Z51051-3000 | CANopen, bus in-
terface connector

Z51051-3001 | CANopen, bus in-
terface connector

www.beckhoff.de/ZS1051-3000

www.beckhoff.de/Z51051-3001

myGEZE Control KNX-System

BK1250 | Compact coupler be-
tween EtherCAT terminals and
bus terminals

www.beckhoff.de/BK1250

KL6301 | Bus terminal, 1-channel
communication interface, KNX/EIB

www.beckhoff.de/KL6301

KL9010 | Bus end terminal

www.beckhoff.de/KL9010

myGEZE Control 8-channel digital
input terminal

EL1008 | EtherCAT terminal,
8-channel digital input

www.beckhoff.de/EL1008

myGEZE Control potential distri-
bution terminal 24 V DC

EL9188 | Potential distribution ter-
minal

www.beckhoff.de/EL9188

myGEZE Control potential distri-
bution terminal 0 V DC

EL9189 | Potential distribution ter-
minal

www.beckhoff.com/EL9189

myGEZE Control output terminal
2-channel relay

EL2612 | EtherCAT terminal, 2-
channel relay output

www.beckhoff.com/EL2612

myGEZE Control output terminal
4-channel relay

EL2624 | EtherCAT terminal, 4-
channel relay output

www.beckhoff.com/EL2624

myGEZE Control power supply
terminal

EL9410 | Power supply terminal
for E-bus refresh, with diagnostics

www.beckhoff.com/EL9410

myGEZE Control coupler

EK1100 | EtherCAT coupler

www.beckhoff.com/EK1100

myGEZE Control extension

EK1110 | EtherCAT extension

www.beckhoff.com/EK1110

myGEZE Control 2-port junction

EK1122 | 2-port EtherCAT junction

www.beckhoff.com/EK1122

myGEZE Control bus end cover

EL9011 | End cap for e-bus con-
tacts

www.beckhoff.com/EL9011
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6  System structure and system limits

The software application created by GEZE has a defined number of max. possible terminals for each function.
The maximum system structure for the software template is used to create a project-specific customer configu-
ration.

The software template prescribes a certain sequence for the different terminal types. This is necessary for func-
tional reasons. A communication terminal, for example, does not forward certain potentials and signals in the
terminal system. For this reason, it must not be inserted at the beginning of the terminal system.

To set up the function of the controller system, different auxiliary terminals are necessary, which make voltage
potentials available, feed the internal bus supply in larger systems or create transitions (couplers) for internal
bus supplies.

6.1 Max. possible terminals in the template project

1 x basic device

10 x digital input 8-channel potential-free

10x digital relay output 2-channel change-over contact
10x digital relay output 4-channel normally open contact
5x CAN bus terminal

1x connection to KNX system comprising 4 terminals

VVvVVYVYyYVYY
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6.2 Technically possible order of terminals in the template project
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Basic device

System structure starts with the basic device as controller. The controller serves all internal
terminal bus systems incl. the necessary voltage and signal supplies.

8-channel digital input

1... 10 terminals

One or more potential distribution terminals 24V DC or OV DC are necessary for the potential
supply of the inputs. These must be inserted in the connection.

Potential distribution terminal 24V DC/ 0V DC

1... 5 terminals

Allows for tapping of the potential without additional terminal blocks or wiring work.

16 contacts can be tapped per terminal.

Power supply terminals

The power supply terminal serves to refresh the Ebus that handles the data exchange be-
tween the coupler and terminals. Each terminal requires a certain current from the E-bus. This
current is fed into the E-bus by the power supply terminal or the controller.

Also necessary for transmitting potential via contacts for output terminals.

This terminal needs a supply with supply voltage.

Output terminal 2-channel relay change-over contact

Output terminal 4-channel relay normally open contact

CAN master terminal

This is a communication terminal. It must not be installed in order before I/0 terminals.
KNX system

Comprising the 4 terminals in the K-bus system.

Must always be installed at the end of the system.

o

Power supply terminals:

>

vwvyy

This terminal needs a supply with supply voltage.

Always necessary upstream of the terminals 2K.-REL-OUTPUT (PE contact)

Always between the terminals 2K.-REL-OUTPUT and 4K.-REL-OUTPUT (power contacts).
Optional upstream of the terminals REL-OUTPUT or CAN terminal for refreshing the E-bus,
if more than a total of 10 terminals are installed.
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6.3 System limits

200 GEZE product systems can be connected to one controller system. The product systems refer to the defined
module types; see the attachment to the user manual 207846 BACnet Definition.

This results on average - depending which products are connected - in approx. 3000 BACnet data points.

The connection of MBZ300 control units is an exception.

Here, the maximum number of 250 MBZ modules is the limit, independently of the number of MBZ systems
these are distributed across.

No other product system may be connected to this terminal.

6.4 Substations

The system offers the possibility of building up a decentralised structure through substations.
This makes it possible to reduce the cable connections to the connected product systems by building up sub-
stations locally with the corresponding terminal systems.

The connection to the controller is by means of a passive connection with CAT-5 cable / RJ45 socket.

The max. length between two stations is 100 m (100BASE-TX).

It is possible to build up almost any substation structure through the necessary couplers. 200 substations at
maximum can be connected to the basic controller system.

A special version of the template software is necessary to compile the application. This must be requested
through project processing.
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Fig. 30: Example of a substation layout

Basic device

8-channel digital input + potential

CAN master terminal

2-Port. junction

CAT 5 - wiring, passive (length max. 100 m)
To additional substations

8-channel digital input + potential

Output terminal 2-channel relay change-over contact

GOEOOOO®O
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6.5 Detached inputs and outputs with GEZE 10 420

The system also offers the option of detecting digital inputs and outputs via the 10 420 interface module. This
makes it possible to reduce the cable connections to the connected product systems by building up substations
locally with the corresponding terminal systems.
4 digital inputs and outputs can be detected in a decentralised manner in this way via an 10 420.
The 10 420 interface module is integrated into a CAN bus line like the other CAN bus capable devices.
When completing the configuration, note that an |0 420 interface module will occupy 2 CAN addresses on the
bus system.

» 1.CAN address: Input and output 1 + 2

» 2.CAN address: Input and output 3 + 4
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Fig.31: Inputs and outputs with GEZE 10 420

In myGEZE Configurator, the inputs and outputs monitored via 10 420 are configured in the same way as the
input and output terminals.

The 10 420 interface module must be configured accordingly using the ST220 programming device.
» Assigning the CAN addresses
» Module type: Universal
» Parameter setting for inputs

6.6 Determination of the necessary hardware components

The necessary hardware components are determined by specification and joint development with the customer
and user of the controller system.

The system designs and system boundaries described in the previous chapters must be taken into considera-
tion.

The on-site circumstances of the project must be taken into account in the design.

This affects possible installation positions, cable routes and the connection to existing building management
infrastructures.

6.7 Electrical wiring diagram

If ordered, you will receive the configured components in a control cabinet housing
adapted to the quantity of terminals with all the necessary components such as power
supply, fuses, terminal blocks etc.

In this case, GEZE GmbH also provides an electrical wiring diagram.
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6.8 Licence model

The controller system has licensing. The licence is linked to one controller system. Each controller has a system
ID which ensures protection.

The controller’s system ID has to be known for a licence to be issued.

It can be determined using the TwinCAT tool with the system running.

1. In TwinCAT, open the License tab in the opened project solution.
2. The 36-digit system ID can be found under Order Information (Runtime). This
can be retrieved through marking and copying.

Solution Explorer [V FAR R Tl |ibrary Manager @

A=} '| o-a | ’IEI Order Information (Runtime) Manage Licenses  Project Licenses  Online Licenses
Search Solution Explorer (Ctrl+ ) P~
] Solution 'myGEZE_TemplateProject’ (1 project) License Device Target (Hardware Id) > Add...
4 Configurator System Id: Platform:
[ myGEZE_Devicelmport.csv
[ rmyGEZE_StateTexts_DE.csv F2C4194D-16D4-EB20-CT7A2-837228C1CT17 economy (20)
[ myGEZE_StateTexts EN.csv
4 “a myGEZE_5P5 License Request
4 ﬂ SYSTEM Provider: Beckhoff Automation ~ Generate File...
% License
b @ Real-Time License Id: l:l Customer Id: |
b B Tasks Comment: | |
=f= Routes
Bia Type System License Activation

Fig. 32: TwinCAT System ID

The necessary licence file is issued to the customer by GEZE GmbH through order placement.

The encrypted licence file is loaded to the controller during the configuration process together with the config-
uring data.

The controller checks the data and executes the program code accordingly.

If there is no valid licence available, the controller goes into Stop mode following configuration. This mode is
indicated by a red TC-LED.
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7  Putting the software into operation

7.1 Basic information about Beckhoff and TwinCAT 3

The controller system is made up of hardware components and the programming environment TwinCAT 3 from
Beckhoff Automation.

The embedded PCs are programmed in accordance with the powerful IEC 61131-3 standard. The automation
software TwinCAT 3 forms the basis for programming the embedded PC.

mation as well as application of the programming environment TwinCAT 3.

ﬂ The manual addresses users with basic knowledge of automation technology from Beckhoff Auto-
Menu fields, user interfaces are only explained or shown in the application.

https://infosys.beckhoff.com/index.htm under TwinCAT 3

ﬂ More detailed information can be found in the Beckhoff Information System:

Required tools (up to version 2.3)
»  TwinCAT version Build 4024.35
» Card reader or USB interface with card reader for Micro-SD cards
» myGEZE Control Configurator Version 1.1.1 or higher

For use for advanced configurations only with an administrator account

» CeRHost remote program from Beckhoff Automation
»  File transfer program, such as WinSCP

Required tools (version 3.0 and later)
» TwinCAT Package Manager
» Account on myBeckhoff to download software packages
Link: https://www.beckhoff.com
»  TwinCAT version Build 4026.20
» myGEZE Control Configurator version 3.0 or later

For use for advanced configurations only with an administrator account

» win32diskimager-1.0.0-install.exe for writing to and reading from image files on an SD card
» Card reader or USB interface with card reader for Micro-SD cards
»  File transfer program; e.g. WinSCP

be installed at the same time.
If both versions need to be used at the same time, we recommend installing TwinCAT version
Build 4024.35 on a virtual machine or on a separate Windows computer.

b The TwinCAT software packages (version Build 4024.35) and TwinCAT Package Manager cannot
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7.2 myGEZE Control Configurator
7.2.1 Introduction

7.2.1.1 System requirements

Windows version 22H2
PowerShell

Admin rights for installation
Developer mode

vvyywvyy

7.2.1.2 System behaviour

Some of the input fields have check correct content.

Faulty content is signalled by a red border around the input field.

As long as a field has a red border around it, a fault is pending and editing cannot proceed.
In the following example, the IP address is configured in a non-valid range:

@l Controller View # @ @ EN Devices :

s

License: \ 1 \ o

Language:

DHCP L]

IP Address: \ 172162003 J

Fig. 33: Example of invalid input
7.2.2 Overview

7.2.2.1 Header

myGEZE Control Configurator - O x

Fig. 34: Header input form
Screen name

Import of configuration, licence, state text into the program

Export of configuration, license, state text to local storage loca-
tion or to the controller

Changing the programming language

Selection of device overview / controller

Other controller configurations: calendars, message classes, sta-
tus texts, scenes

OOOOOO
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Controller

O,

Fig. 35: Header on other screens
Jumps to the last screen
Screen name

Selection of device overview / controller

Other controller configurations: calendars, message classes, status
texts, scenes

0000 ©

7.2.2.2 \Version control

From version 3.0 onwards, the programme includes version control. This allows you to edit software versions for
the various controller generations. When the data is exported, myGEZE Configurator then generates different
versions of the configuration files.

The default is always the current version of the configuration file layout. In the transition to version 3.0, this is
layout 9.

If configuration files are being edited in the latest version, the programme recognises this and does not display
any messages whilst editing.

When importing data, the programme automatically detects if configuration files with an older layout version
are being loaded. Data points that are not supported in this version are highlighted in colour by the pro-
gramme.

When exporting — whether locally or directly to the controller - myGEZE Configurator asks which version the
export should be in. The data can then be exported or saved in the desired version.

Your current configuration version is 8. Which version
would you like to export to?

Available versions 9 v

Export ‘ Close ‘

Fig. 36: Version control

to older versions.
» Itis not possible to downgrade from the current version to an older version
» Version detection starts with layout version 8: Older versions can only be exported or
saved if the version is 8 or higher.

b Once a configuration has been saved in the latest version, the data can no longer be converted

GEZE] s
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7.2.2.3 Controller overview

All the parameters for the controller are configured in the controller overview. These serve as unique identifica-
tion for the controller system within the building automation network. The data are used for configuration of
the controller and mapped in part to the respective properties of the BACnet device object.

myGEZE Control Configurator - u] x
@ Controller View #) @ EN Devices :
]
License: [ The license is automatically read during import ]
Language: DE v
DHCP (On
IP Address: P ]

IP Subnet Mask:

ol [ofo ol

IP Default GW: Please enter a IP Default Gateway l a

Host Name: [ Please enter a Host Name ]
*Object Name: Please enter an Object Name |
*Instance: Please enter the Instance of the controller |
*Location: Please enter a Locatio |
*Description: Please enter a Description |

Fig. 37: Input form

The values marked by an * have to be stipulated if they are to be used in the further course for the

definition of patterns.
These fields are also subject to review. As long as the entry is not logical in structure, the field will
have a red border around it.

This field cannot be edited. The number of the licence file is shown here after data
import. A licence file is necessary in the controller as authorisation for the applica-
tion.

System language of the controller. This will switch all predefined text in the con-
troller to the selected language.

If IP addressing is assigned by a DHCP server (Dynamic Host Configuration Proto-
col), this can be enabled using the toggle switch. Fields 4 ... 6 will then be hidden.
IP address: This information applies only to X101/102 (TCCCATMP1).

Set DIP switches 10 and 9 to Off and switches 1 to 8 to On.

Subnet mask for defining the network segment

IP gateway / router for communication with other network segments. If this is not
required, the field can be disabled using the toggle switch.

Input text for defining the device name on the TCP/IP network. Relevant for
OPC UA. This name is translated by a Domain Name System (DNS) for identifi-
cation purposes.

Text fields for entering the device name.

These are mapped to the corresponding BACnet property (object name).

Defines the technical address of the controller in the BACnet network.

Valid range: 1 to 4194302

The field is subject to a check. As long as the entry is not logical in structure, the
field will have a red border around it.

GEZE 2
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Input text for localising the device.

This is mapped to the corresponding BACnet property (Location)
@ Entered text to describe the device.

This is mapped to the corresponding BACnet property (Description)

7.2.24 Import

A configuration that has already been generated can be imported to the program again later and further edited.
For this, the program offers the possibility of importing the data from a folder directory or directly online from a

connected controller.
» Independently of whether locally or via the controller, configuration, licence and state texts can

be imported at the same time.
»  When importing from the controller, configuration and status texts are always imported together.
In the background, the file myGEZE_Scenes.xml, containing the configured scenes, is also im-

ported.
» When importing locally, the file myGEZE_Scenes.xml must be selected in addition to myGEZE_De-

vicelmport.csv. Otherwise, an error message will appear.
» Pattern variables in curly brackets { } are not saved and are thus not read in again.

1. Select the required data types.
2. Set whether the import is to be carried out from the controller or locally.

3. Choose import and select the required files (csv and lic).

myGEZE Control Configurator - o X
Controller i
@ Configuration @D License @D State-Texts ® ) Log-File
@ Controller @ ) Local
Host
[ ftp:// ‘ 19216823 ]
Username Password
[ GEZE ] [ LITTY ]
Fig. 38: Import

Data import from a controller system takes place via ftp file transfer.
This is protected by the entry of user and password.
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Importing a log file
This function allows you to download a log file from the controller and save it locally on the system. This is used
for system analysis.

¢ [GEZE] Import

® ) Configuration ® ) License @ ) State-Texts @ Log-File

Controller Local
Speichern unter X
Host « « 4 || > DieserPC » Deskiop » Test v @ | Testdurchsuchen P
Organisieren v MNeuer Ordner = -
{ fepss/ ‘ 192.168.2.3 ] E . L
I Dieser PC A Name Anderungsdatum Typ GraBe
J 3D-Objekte Es wurden keine Suchergebnisse gefunden,
Username Password =] Bilder
[ Deskiop
GEZE
{ J [ oo } 5 Dokumente
4 Downloads

D Musik

25 Windows (C:)

= Public (N}
= home (P})
= Groups (@)
== Shared (R}) v < >
Dateiname: | tcsyslog bt -
Dateityp: | csv, lic, bet, xml (*.csv;™ li; et xml) v

A Ordner ausblenden Abbrechen

Fig. 39: Import log file
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Standard
Username: GEZE
Password: 1863

myGEZE Control Configurator - a x

Controller

@ Configuration @D License @D State-Texts @ ) Log-File

@ Controller ® ) Local

Host

Q { ftp:// ‘ 192.168.2.3 J
1

Username Password

: = | (o |

- -
®
®
Fig. 40: Import Controller
Host
IP address or host name of the target system
User name

System user, e.g. GEZE
Test connection

The connection to the target system can be checked with this.
green = connection successful

red = connection failed

Password

System password

Import
Data import is started

© 6O © 00

The status of the import is shown by a dialogue field after the procedure has been completed:

The data has been imported.

Close

Fig. 41: Import successful

(GEZE]

57



Putting the software into operation

myGEZE Control

Fig. 42: Import failed
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7.2.2.5 Export

A prepared configuration can be exported from the program.
This can be into a folder directory (local) e.g. as data backup. This configuration can be loaded again later via the
import function and further edited.

> Pattern variables in curvy brackets { } are not exported, only the result.

With the controller setting the data are transmitted directly to a connected controller system. The same access
data as for the import apply here.

Exporting to the controller

For a complete export to the controller, the licence must already have been imported. The export can be carried
out locally and to a controller at the same time. To carry out export via controller a valid FTP link and the user
data must be entered. In the case of export to the controller, a local copy is saved in the defaults folder at the
same time.

When exporting to the controller, all files can be exported at the same time. The configuration, status texts and
Nodeset files can only be exported together. This prevents inconsistencies in a configuration.

€ @ Export Controller

@ Configuration @ ) License @D State-Texts @D Nodeset

@D Controller ® ) Local

Host

[ ftp:// ‘ 192.168.2.3 ]

Username Password

= | [ )

Fig. 43: Export to the controller

Restarting the controller
To activate a transferred configuration, the controller must be restarted. From version 3.0 onwards, this function

can be carried out directly here in the export window. Administrator rights are required to do so.

GEZE] 5
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The controller has been restarted successfully.

Close

Fig. 44: Restarting the controller

Exporting locally

For backup purposes, the files can be saved locally in a directory.

Up to version 2.1 of the programme, files can only be saved individually and under their original filenames.
From version 2.2 onwards, it is possible to export all files at the same time and rename them. In general, you are
free to give the files any name. If you intend to import the data at a later date, it is advisable to retain the default
names as part of the filename and only add additional labels. This is the only way to ensure that you can import
it again later!

Example: myGEZE_Devicelmport_Version01-2025-12-24.csv

- a X

< [GEZE) Export Controller

@D Configuration @D License @D StateTexts @D Nodeset

@® ) Controller @ Local

Configuration

[ mMyGEZE_Devicelmport.csv J

Scene

[ myGEZE_Scenes.xml ]

License

[ 00C2DB47-B636-CD12-B165-B611058A24F ‘

State-Texts

[ myGEZE_StateTexts.csv J

Nodeset

[ myGEZE_Nodeset.xm| ‘

Export

Fig. 45: Exporting locally
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7.2.2.6 Functions

7.2.2.6.1 Device overview
All configured devices are shown here. Further devices can be added and removed.

¢ [GEZE] Devices % & @ EN Controller :
Device type ‘ Add Device

Device Name ‘

Fig. 46: Device overview empty

¢ [GEZE] Devices % & @ EN Controller :
Device type J Add Device

Device Name ‘

Device ID Type Name Description OPC
1 12320 PFWR0009IWATEL10 PFWR9 00.911A 010 RWS S mv ‘
2 10_DO PFWR0009IWAITELO1 PFWR9 00.911A 001 Dig Out S my ‘
) -
3 10_DO PFWR0009IWATELO2 PFWR9 00.911A 002 Dig Out ST~
4 IO_DOOR  PFWRO009IWATELT2 PFWRS 00.912A 123 Tiirsystem S mv

Fig. 47: Overview of devices and their contents

If the fields have a red border around them, the entry is not valid and must be adapted.

GEZE] o
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Icons
S|1m v The device data can be edited
S\ m|lv Selected device is deleted
S il Opens the overview of all data points (BACnet) of the device. With I/O the data points
are also shown without BACnet link.

7.2.2.6.2 Adding a device

Devices are added in four steps. To do this, select Add devices. Adding always takes place for a certain device
type. In other words, all the steps must be completed for this device type and the configuration saved before
the next devices can be created.

7.2.2.6.2.1 Step 1

In the first step, specific patterns can be defined for the devices which are then used for the creating the de-
vices. This makes it easier to add the devices, since this data is then predefined and does not have to be entered
individually.

Free text elements can be used for these patterns, or an automatism can be created by means of a variable
specified in curly brackets.

In the process, controller data already entered and data created in the further course (e.g. addressing, type) are
used via these specifications in curly brackets. The defined patterns apply for all the elements that are gener-
ated in the next steps.

o @

Patterns can be defined for all devices and objects:

Device Name {device-id)_{device-type}

Device Description {device-name)

{device-name}_{object-id}_

Object Name

Please define a pattern for the object description!

Object Description

{
[
{
[

Fig. 48: Adding devices - Step 1 (default setting)
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Possible pattern fields

Device name

Free text field

Direct input

{controller-number}

Input from controller field /nstance number

{controller-name}

Input from controller field Object name

{controller-location}

Input from controller field Location

{device-type}

Device type selected in step 2

{device-id}

GEZE device ID, results automatically in step 2

Device description

Free text field see above
{controller-number} see above
{controller-name} see above
{controller-location} see above

{device-name}

Name generated in step 2 which results from this pattern

{device-type}

see above

{device-id} see above

Project name

Free text field see above

{controller-number} see above

{controller-name} see above

{controller-location} see above

{device-name} see above

{device-type} see above

{device-id} see above

{object-id} ID of the individual data point stored in the system

Building description:

Free text field see above
{controller-number} see above
{controller-name} see above
{controller-location} see above
{device-name} see above
{device-type} see above
{device-id} see above
{object-id} see above

{object-name}

Name generated in step 2 which results from this pattern
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BE (=] x

€« @ Add Device Devices :

Patterns can be defined for all devices and objects:

Device Name { PFWR0D09_{device-id}_{device-type) } [ ]
Device Description [ PFWR0009_0_91A_(device-name) ‘ [: ]
Object Name [ PFWR0009_WA1_EL10_{device-name)_{object-id) ‘ [ ]
Object Description { room p.91A fobject-id) } [}

Fig. 49: Example of an entered template

The variables which are possible or can be used are shown in the INFO box.

64



Putting the software into operation myGEZE Control

7.2.2.6.2.2 Step 2

In this step, device type, the number of devices to be created and the technical addressing are defined. The de-
vices are then defined using this information together with the patterns prepared in step 1.

The device configuration differs depending on the device type selected. The addresses are determined auto-
matically according to a pre-existing definition. They can be adapted again later.

During the final addition of one/several devices, this automatically receives an internal device ID. This is unique
in the system and is numbered sequentially. The device ID can be changed manually. The operator is then re-
sponsible for the one-time assignment.

€ @ Add Device Devices

= o o o

DCu
[ DCU 2320 Amount  CANTerm  Device Name Pattern Device Description Pattern OPC
ﬂ KNX_IQBOX H [1 J [1 J { {device-id)_{device-type} J [ {device-name} J ® + [ o o

KNX_com

10.DI
10.D0
10_DOOR
HOLD

MBZ

Fig. 50: Adding devices - Step 2

Editing steps

1. Select device type

2. Specify number

3. Specify technical address

4. Check device name pattern, device description pattern and adapt if necessary

5. Use the ‘OPC’ toggle switch to specify whether the device should also be available via the OPC UA interface

(licence option required!)

Add selection 0

o

Choose step 3.

Add selection.

Refresh view.

Overview of devices added.

User information

EI @ 00 +
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® ® ®

Device type Amount CANTerm Device Name Pattern Device Description Pattern OPC

‘ 12320 {1 J [1 J [PFWROOOB_(device—id)_(device—type) J[PFWRO()09_0_91A_(devicefname) J-.* + 200
CAN Term CAN Address Deviceld Device Name Device Description OPC

[ 1 J { 1 J { 1 J [ PFWR0009_1_TZ320 J { PFWR0009_0_91A_PFWR0009_1_TZ320 J ._ -Iﬁ

Fig. 51: Adding devices — Step 2

Every CAN terminal can contain max. 63 devices. In total, max. 200 devices can be connected dis-
tributed among all CAN terminals.

Device ID is a sequential number of the existing devices. Up to 9,999 devices be added. This value is
necessary for calculation of the BACnet instance number.

722623  Step3

The patterns for the objects are defined in this step. The data entered in steps 1 and 2 are used for this.
Editing steps

1. Select created device type.
Add object name.

2
3. Use the slide switches ‘BACnet to define which data points are to be forwarded to BACnet.
4

If necessary, adapt the settings for notification class and state texts.
Individual notification class objects and state texts can be assigned to the objects here.

5. Following completion, change the next editing step by clicking °
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Devices

Device type Object Name Pattern Object Description Pattern

[ PFWRO0009_WAT_EL10_{device-name)_{object-id}_ [ room 0.914 {object-id} J + 00
BACnet Object name Description Noti-Class State-Texts
Q { PFWR0009_WAT_EL10_{device-name}_{object-id} command J { room 0.91A {object-id)Schaltobjekt RWS J n ]
Q { PFWROOOSLWM7EL107{dew’ce—name}f{object—id)ﬁoperatingfmcJ { room 0.91A {object-id}Betriebszustand RWS J 50 v 12

Q { PFWR0009_WA1_EL10_{device-name}_{object-id}_door_state J { room 0.91A {object-id}Tlrzustand J 90 v 1

Q { PFWRO0009_WAT1_EL10_{device-name}_{object-id}_lock_state J { room 0.91A {object-id}Verriegelungszustand J 90 ~ 2

0 [ PFWR0009_WAT1_EL10_{device-name}_{object-id} release J [ room 0.91A {object-id}Freischaltung J 50 ~ 9

Q { PFWR00097WA17EL107{dev\'ce—namEUGbjectfidLemergencyfulJ { room 0.91A {object-id}Notentriegelung J 50 v 9

Q { PFWR0009_WAT_EL10_{device-name}_{object-id}_door_alarm J { room 0.91A {object-id}Turalarm J 60 v 9

Q { PFWR0009_WAT_EL10_{device-name}_{object-id}_sabotage J { room 0.91A {object-id}Sabotage J 50 v 9 ]
Q { PFWROOOQ,WA‘I,EL10,{dew'ce—name},{cbjectfidLCAN,disturbe] { room 0.91A {object-id}CAN Stérung J 70 v 8 ]
[ _a) f DEVWDANNG \WA1 EI 1N Jdauira_namal fnhiart_idl ralau fanlt \ f ramm N Q1A fnhiart_idlDalaicfahlar ' an ﬁ\

Fig. 52: Adding devices - Step 3.1

This step must be carried out with all the device types created.
During this editing step, object name and description are still shown with their pattern definition.
The resulting name and description can only be shown in step 4!
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722624 Step 4
In this step, the number of configured devices per type with the entries made are shown. The data of the pat-
terns entered are now shown resolved with the data generated.

Changes/adaptations can be carried out here by opening and editing the individual devices.
ql
= 0

Device ID Type Name Description OPC

1 17320 PFWR0009_1 TZ320 PFWRO0009_0_91A PFWR0009_1 TZ320 S o v ::

5

Fig. 53: Adding devices — Step 4

Refresh view.

Save current selection.
Open device overview.
Delete device.

Edit devices.

WOOOO

—ﬂ If an error has occurred during creation of the devices, the faulty device has a red border around it.
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Editing steps
1. Check whether the devices have been created as entered in terms of quantity and data.
2. Open the individual devices by clicking the button @

3. If necessary or if a faulty configuration is shown at the device, click the button @ to change to editing
mode and adapt individual data records.

Faulty devices must be edited.
Close editing mode.

Refresh view.

N oo w s

. Save configuration.

Saving the creation process is sufficient to save complete it. If the configured devices are to be
used again later, the configuration must be exported. See chapter “Export”.

P NS S VP

N = o

® ® ® )

X

Device type Object Name Pattern Object Description Pattern
‘ 12320 [ PFWR0009_WAT_EL10_{device-name}_{object-id}_ J {room 0.91A {object-id} J + 006
BACnet Object name Description Noti-Class State-Texts

PFWRO0009_WAI1_EL10_{device-name}_{object-id}_command room 0.91A {object-id}Schaltobjekt RWS

PFWR0009_WAT1_EL10_{device-name}_{object-id} operating_mc room 0.91A {object-id}Betriebszustand RWS 50 v

PFWR0009_WAT_EL10 {device-name}_{object-id}_door state room 0.91A {object-id}TUrzustand 90 v

PFWR0009_WAT1_EL10_{device-name}_{object-id} lock_state room 0.91A {object-id}Verriegelungszustand 90 v

PFWRO0009_WA1_EL10_{device-name}_{object-id}_emergency_ui room 0.91A {object-id}Notentriegelung 50 v

PFWR0009_WAT1_EL10_{device-name}_{object-id}_door_alarm room 0.91A {object-id}Ttralarm 60 v

PFWR0009_WAT1_EL10_{device-name}_{object-id}_sabotage room 0.91A {object-id}Sabotage

PFWR0009_WAT1 _EL10_{device-name}_{object-id} CAN_disturbe room 0.91A {object-id}CAN Stérung 70 v

I

[ J J
[ J )
{ ) )
[ J J
[ PFWRO0009_WAI_EL10_{device-name}_{object-id)_release J [ room 0.91A {object-id)Freischaltung J 50 v
[ J J
[ J )
{ ) )
[ J J
( 10 \

|

DEWDNNNG AT EI1N frovira_namal fahiart_idl ralaw fanlt ranm N Q1A Inhiact_idiDalaicfahlar n

Fig. 54: Edit devices - Step 4
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72263 Overview of further functions
7.2.2.6.3.1 Calendar

€ @ Calendars Controller

Add Calendar

ID Name Description

[ 1 J [ Calendar_1 J [ Calendar_1 J

Fig. 55: Calendar function
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722632 Messages

BACnet offers the possibility of sending alarms using different notification class objects.
The notification class objects can be defined or adapted here. After they have been configured here, the notifi-
cation objects can be used for the data objects of the devices.

€ @ Notification Controller

1D Name
50 NOTIFICATION_CLASS 50
60 NOTIFICATION_CLASS 60
70 INOTIFICATION_CLASS 70
80 NOTIFICATION_CLASS_80
0 NOTIFICATION_CLASS 90

Add Notification Class

Description

Alarms

=]
<

Fault

Error

s 8
<

Maintenance

S % N 8N K
=]]
<

=]
<

Events

Fig. 56: Message/Notification function (default)

ID

Name
Description

Ack necessary
Priority

Receiver address

Process ID

BACnet instance number

BACnet object name

BACnet description

Settings for alarm confirmation by the recipient
Settings for the priorities of the alarm states
BACnet device instance (ID) of the receiver device

Process number for transmitting the alarms / events
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Adding/editing notification

1. Click the button Add Notification Class

= A further notification class is created. The ID is counted up automatically first in a 10 pattern.

4

N
2. Change to editing mode using and .
3. Carry out settings.

=> Saving takes place automatically here.

[[+] Hame Beschreibung
@7 Ack erfoedertich Prioeitat Emplangergerat Emplinges Prozess- 1D

0 To_odfMormal a2

- To Normal

L) To_Faut

Fig. 57: Edit message classes

Explanatory notes:

@ Ack necessar Determines the requirement for a confirmation of the received mes-
y sage depending on the state transition

Determines the priority of a transmitted message depending on the
state transition

To_offNormal: Transition to the message state
State transition To_Normal: Entering sleep mode
To_Fault: Transition to a fault state for the data point
Specify a receiver based on the BACnet device ID of the receiver de-
vice
Empty == no receiver defined
Entry 1....4139302 possible

Priority

Receiver device

Process number with which myGEZE Control transmits the messages

Receiver process ID . .
P to the receiver device

These settings must be made in agreement with the system integrator of the receiver device if nec-
essary. They usually determines how their system must receive the alarms / events.

H@ ® ©O
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722633 State texts

A state text is the definition of the state texts and levels of a digital data point. State texts are predefined and
their number can be increased as required. Every digital data point can have one of these state texts assigned.
Adding, editing and deleting work in the same way as in the previous chapters.

€ @ State-Texts Controller

State-Texts hinzufligen

ID State Texts
|
1 open | closed S m v
2 unlocked | locked S m v
3 inactive | active S m v
5 inactive | open S m v
6 released | locked S m v
7 inactive | maintenance S m v

Fig. 58: Status text function
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722634 Scene

The system provides the possibility of defining functional scenes.

With these scenes, switching functions which are to take place together can be grouped. A wide range of differ-
ent commands with different functions can be compiled.

These scenes can then be triggered directly via a group switch data point (Multistate Value). In addition, an au-
tomatic time-dependent function can be stored by configuring a BACnet schedule.

Adding, editing and deleting work in the same way as in the previous chapters.

myGEZE Control Configurator

Geréate

Szene hinzufiigen

D Name
1 Szene-1 S m~
Zeitplan Name Zeitplan Beschreibung
[PFWRooug,zp,s:HED,m ] [Zei\schahplan J (O]
Befehl Name Befehl Beschreibung State-Texts
[PFWRuoue,zp,coMMAND,m ] [Kommandc far Zeitschaltung ] ‘ 50 ~ ‘ 3

Fig. 59: Scene function

ID Internal number

Name Internal name

Schedule name BACnet object name of the schedule

Schedule description BACnet description of the schedule

a The decision can be taken here whether the schedule object is created
Command name BACnet object name of the switch data point

Command description BACnet description of the switch data point
State texts Possible levels of the switch data point (defined under state texts)

¢ Definition of the switching actions of the individual switch objects

GEZE z
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Adding/editing scene

Szene hinzufigen
1. Click the button

=>» A further scene class is created

4

N
2. Change to editing mode using and .
3. Carry out settings.

=>» Saving takes place automatically here.
Adding/editing switching action

=

= Input screen for the actions is opened

4

A
2. Change to editing mode using and .

1. Go to settings: Button

3. Carry out settings.

4, Save with a

myGEZE Control Configurator

@ Action Overview Geréte

Szene-1 B
D Name Beschreibung

5 Kein Befehl Beschreibung &S v

6 Aktion 1 Beschreibung &S ~
Typ Gerdtename Objektname Value Gerat hinzufiigen

pcu v ‘ ‘ PFWR0009_DCU_3 v ‘ ‘ PFWRODO9IWA1EL10_PFWR0009_DCU_3_14 ~ ‘ [ 3 m
7 Aktion 2 Beschreibung &S v
8 Aktion 3 Beschreibung &S v

Fig. 60: Action configuration

Type Device type

Device name Device name generated
BACnet data point name generated

Project name Selection possible from the switchable data points of the device

Value Selectable value:
Selection possible from the state texts or as unsigned number with multi-state
objects

GEZE] s
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7.2.3 Installation

Carry out the following steps to install the myGEZE Control configurator:
1. Download the latest version via the download link.
2.  Unpack the zip file.

3. Execute PowerShell as administrator.

All Apps Documents Settings More v

Best match
> Windows PowerShell (x86) >
-

App

o Windows PowerShell

2 Windows PowerShell App

Windows PowerShell ISE

& Windows PowerShell ISE (x86) T Open

Settings Als Administrator ausfiihren

I PowerShell Developer Settings ISE als Administrator ausfihren

I Allow local PowerShell scripts to run e e

without signing

=1 Replace Command Prompt with
Windows PowerShell in the Win + X

L Windows PowerShell

4. In PowerShell, change to the folder in which the zip file was unpacked.
5. Executeinstall.ps1

EX Administrator: Windows PowerShell — m} >

7.2.4 Updating

No automatic updates are planned for the configurator. For updates, there is a new installation package that
can be installed.

7.2.5 Deinstallation

Deinstallation is done using the Windows (De)installation Wizard.
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7.3 Preparations for a new controller

The embedded PC is commissioned via the upper controller Ethernet interface X001. The fieldbus interface and
all connected devices/bus terminals are then configured using TwinCAT 3. After parameter setting, the configu-
ration is saved on the embedded PC.

To get a controller ready for operation, several work steps are required concerning firmware version, access pos-
sibilities via interface, release and blocking of functions and accesses.

These settings are saved in a predefined image file.

To load this image to a new controller, note the following points.

A computer system with card reader or USB port and a USB card reader for micro SD cards is neces-
sary for this work step.

7.3.1 Settings that are set with this image

Firmware 4024.35
IP interfaces

Upper interface X001

Name EMAC1 Programming and diagnosis inter-
face

IPv4 Address 192.168.2.3

IPv4 Subnet Mask 255.255.255.0

DHCP Disabled

IPv4 Default Gateway 192.168.2.254

Lower interface X101/102

Name TCCCATMP1 Interface for BACnetlIP

IPv4 Address 192.168.1.3

IPv4 Subnet Mask 255.255.255.0

DHCP Disabled

IPv4 Default Gateway 192.168.1.254

Project user

Name GEZE

PW 1863

FTP Transmission possible as administrator and with project user and the re-

spective password. Anonymous user is switched off.

CeRHost can be reached by administrator

Beckhoff-Device-Manager can be reached by administrator
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7.3.2 Preparations for controller type 8191

Here, the term hard disk stands for the drive that results when the SD card is inserted to the pro-
gramming device.

1. Disconnect the controller from the power supply.

Remove the micro SD card and insert in a card reader at the PC.

Copy the licence data from the directory \Hard Disk\TwinCAT\3.1\Target\License and save as data backup.
Mark and delete all files and folders from the main directory on the micro SD card (do not format the card).
Unpack the zip file with the image files to any directory.

Copy all image files to the root level of the micro SD card.

Copy the licence files saved in step 3 back to the directory |Hard Disk\TwinCAT\3.7\Target|License.

© N o U M W N

Safely remove/eject the micro SD card at the PC, remove it from the card reader and insert it into the con-
troller.

9. Set the DIP switches on the controller as follows:

AW RRRRR!

0L6 8 L9 G¥FcE ™

Fig. 61: DIP switch S101, switches 1-10

DIP 1to 8: ON
DIP 9 and 10: Off

10. Connect the controller back to the power supply and boot it. Please note: If the firmware does not match
that of the image, the controller will automatically restart a second time after booting up. This then takes
somewhat more time.

11. Set the Ethernet interface of the computer system as follows:
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Netzwerk  Freigabe | Eigenschaft 0 Internetprotoko rsion 4 (TCP/IP =

Allgemein Erweiterte TCP/IP-Einstellungen X

Verbindung herstellen Gber:

I? Intel(R) Ethemet Connection {
IP-Einstellungen kénnen automatisch zugewiesen werden, wenn dag
Metzwerk diese Funktion unterstiitzt, Wenden Sie sich andernfals a
Metzwerkadministrator, um die geeigneten IP-Einstellungen zu beziel

IP-Einstellungen DNS  WINS

Diese Verbindung verwendet folgeny IP-Adressen
Ecliem fiir Microsoft-Netzwet (C) IP-Adresse automatisch beziehen P-Adresse Subnetzmaske
:? ﬁstce;;”::i:c;:::‘{g;:; (@) Folgende IP-Adresse verwenden: 197.168.2.6 255,255,255.0
’:]?QOS-Paketplaner IP-Adresse: 192.168. 2 . 6 192.168.1.6 255,255,255.0
& temetprotokal, Verson £ Subnetzmaske: Hinzufiigen... Bearbeiten. .. Entfernen

O 2. Microsoft-Multiplexorprotoky

2. Microsoft-LLDP-Treiber Standardgateway: L. . ]

< | Standardgateways:
DNS-Serveradresse automatisch beziehen

Gateway Metrik

Instalieren... Deinstalli| (®) Folgende DNS-Serveradressen verwenden:
L Bevorzugter DNS-Server:
TCP/IP, das Standardpratokoll fil e
Datenaustausch (ber verschieds| Alternativer DNS-Server: l:l
Netzwerke emaglicht. Hinzufiigen... | | Bearbeiten... Entfernen
[(Einstellungen beim Beenden iiberpriifen
Erweiterd Automatische Metrik

oK abbl

lemente 1 Element ausgewihlt

1 Abbrechen

The two IP addresses shown are to be seen as an example as far as the setting in the host range (last part) is con-
cerned. To avoid double assignments, an address between 4 ... 253 can be set here.

Do not use the addresses 192.168.1.3 and 192.168.2.3.
The controller uses these addresses.

12. Connect the computer with the programming interface X001 (top).

13. In the computer system, open the TwinCAT menu on the Windows task bar. There, open Edit routes:

i@;- g ber TwinCAT....

ﬂ TwinCAT XAE (TcXaeShell)

Tools 4
42 Echtzeit... ) I}
U it

4 s

o &= Cleanup
Em
= AMS Netld andern

v
Fig. 62: Edit route
14. Click Add, enter 192.168.2.3 and press Enter:

GEZE] 7



Putting the software into operation myGEZE Control

Add Route Dialog x|
Enter HostName /IP: | | 192.168.2.3 Refresh Status Broadcast Search
HostMame  Connected Address AMS Netld TwinCAT OS5 Version  Fingerprint
Cx-745FDO0 = 192.168.2.3 5.116.95.208.1.1 3.1.4024 WinCE (7.0) 9CABEEC1FD4A731FB0G039DAR2F
< >
Route Name (Target): | CX-745FD0 | Route Name (Remote): | DE7182M B
AmsMetld: | 5.116.95.208.1.1 | Target Route Remote Route |
Virtual Amshetid (NAT): | | (_JProject (") None / Server b
(®) Static (®) Static
T (& -
dete e bR e i () Temporary (") Temporary
Address Info: | 192.168.2.3 |
(O HostName (@) 1P Address Advanced Settings [Junidirectional
Connection Timeout {5): 5 =
Max Fragment Size (kByte): |0 = Add Route Close

Fig. 63: Add Route dialogue box

ﬂ Under Address Info the radio button /P Address must be enabled, otherwise the route will not be
added.

15. Click Add Route.

16. Tick the box next to Secure ADS:
Username: GEZE
Password: 1863

17. Click OK, click Close:

# ' Add Remote Route >

Secure 805 [TwinCAT 3.1 »= 4024)
(®) Self Signed Certificate

Check Fingerprint: | ACABEECTIFD 4473 FBOB03DARZFEACEE 491 3CCEDO2EFFESOCE3C2EBCARICFR 47 |

Compare with:; | |

() Shared Certificate Autharity [T [ Ignare Camman M ame
() Preshared Key [PSK]

Remate User Credentials

Jzer: ||3EZE Pazaward: | seee|
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18. If there is an x next to Connected after this, the route to the controller is available.

(= TwinCAT Static Routes *
Route Connected AmsMetld Address Type C
Cx-621414 5.98.20.20.1.1 Cx-621414 TCP P
CX-745FD0 = 5.116.95,208.1.1 192,168.2.3 TCP_IP
£ >

Remove Refresh

Fig. 64: Example CX745FDO

= The controller is prepared for programming/configuration with TwinCAT.

7.3.3 Preparations for controller type 8290

Here, the term hard disk stands for the drive that results when the SD card is inserted to the pro-
gramming device.

First, the Beckhoff licences on the controller must be backed up.

To do this, establish an IP connection with the controller. The licences are then backed up from the system us-
ing the WinSCP tool.

The controller’s network interfaces are set to DHCP (Dynamic Host Configuration Protocol) by default. This
means that the IP address for the first connection must be determined dynamically.

» Connect the controller to the power supply and boot it up. Once the boot process is complete, the
controller enters configuration mode; the TC LED lights up blue.

» Connect the computer system to the controller's X001 upper interface.

Open the 'PowerShell' programme via the System menu.

»  First, use the “ipconfig® command to identify the network interface on your Windows system. Look
for the required network connection in the output and make a note of the interface number,
which is denoted by %7??. This number is required to ping the IPv6 link-local address correctly. The
output in PowerShell might look like this:

v
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Ethernet adapter Ethernet 5:

Connection-specific DNS Suffix .. = = S

Link-local IPvé Address . . . . . :I feB0::5197:e£72:a352:D7E7%17 I
IPv4 Address. . . . . . « .« .« . . 3 LV2.17.42.17

Subnet Mask . . . - . . . . . . . = 255.255.252.0

Default Gateway . - . « = « » . - = 172.17.40.1

Fig. 65: Example of PowerShell output

» Use the command ping ff02::1%?? to check which IPv6-enabled devices on the local network are
active and reachable. The %?? represents the interface number (interface index), which specifies
the network interface via which the ping is to be sent. Assuming that the interface number of the
network interface being used is 17, the command would look like this:

PS C:\Users\u#996> Get-NetNeighbor 00-01-05%

ifIndex IPAddress

1:5ff:fea7:9e81

Fig. 66: Example of PowerShell output

» Make a note of or copy the IP address

» Launch the 'WinSCP' programme.

» Create a new connection and start it using the following details:
» Protocol:scp

» Serveraddress: IPv6 address from the previous query
» Port number: 22
» User:  Administrator
» Password: 1
. "B, Anmeldung - X
(2 Neues Verbindungsziel Sitzung
[=] cxs290 Ubertragungsprotokoll:
8 e 23 v
E Serveradresse: Fortnummer:
1 fe80::201:5ff:fea7:9e81 22
]
] Benutzername: Passwort:
| Administrator 0
|
Speichern  |w Erweitert ... |w

Werkzeuge ¥ Verwalten ¥ Anmelden |v Schliefien Hilfe

B Anmeldedialog beim Start und nach SchlieBien der letzten Sitzung zeigen

Fig. 67: WinSCP login dialogue
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» Use the menu tree in WinSCP to navigate to this directory.
» Root/etc/TwinCAT/3.1/Target/License
» Back up the licences contained there by dragging and dropping them onto the computer system.

» Disconnect the power to the controller.

» Remove the microSD card and insert it into a card reader on your PC.
» Run the 'Win32DiskManager' programme as an administrator.
» Select the image file from its location.
» Select the 'Write' function.

%2 Win32 Disk Imager - 1.0 = O X
Image-Datei Datentrager
: Plattform myGC 3.0 RC4/myGEZE_Control_Image_V_3_0_0_RC4.img]| H:1] -
Hash

Mone hd Generate Copy

[_] Read Only Allocated Partitions
Fortschritt

Abbrechen Lesen Schreiben Verify Only Beenden

Fig. 68: Win32 Disk Imager

The programme now unpacks and writes the GEZE image used to the memory card. This process may take a few
minutes.

» Safely remove/eject the micro SD card at the PC, remove it from the card reader and insert it into
the controller.

» Connect the controller back to the power supply and boot it. Once the boot process is complete,
the controller enters configuration mode; the TC LED lights up blue.

» Connect the computer system to the controller's X001 upper interface.

» Launch the 'WinSCP' programme.

» Create a new connection and start it using the following details:
» Protocol:scp

» Serveraddress: 192.168.2.3
» Port number: 22

> User: GEZE

» Password: 1863

» Navigate to this directory using the menu tree in WinSCP

4 Root/etc/TwinCAT/3.1/Target/License
» Re-import the licences that have been saved in advance onto the controller system using drag
and drop

The controller is now ready for configuration using the default settings, as described in section 7.3.1.
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7.4 Preparing an application for a project

An application is made up of 3 basic components and is prepared using the tools described in the previous

chapters.
» Beckhoff TwinCAT 3 Hardware and software template
» myGEZE Control Configurator Project configuration
» Controller licence Software protection of the GEZE application

All software parts must be prepared as described and then loaded into the controller.

It is recommended to load in the order of editing, first the prepared project configuration comprising
» Configuration file
» State texts
» Licence file

with the myGEZE Control Configurator to the controller.

Then to edit the hardware and software template and activate it in the controller.

This way the right configuration is used immediately when the software template is activated.
Editing in reverse order is also possible, in this case another system restart must be carried out after the configu-
ration has been transmitted.

7.4.1 IP addresses and BACnet settings of the controller

As described in the chapter Preparations for a new controller, the controller is assigned one IP address each
for the interfaces through basic configuration.

The settings for the lower interface X101/102, TCCCATMP1 can be made according to customer specification.
This is done in the myGEZE Control Configurator program and is saved together with the BACnet device ID in
the configuration file and transmitted to the controller.

myGEZE Control Configurator - o x

@ Controller View

License: [ & } (i ]
Language: DE v

DHCP [Cl

IP Address: [ 172.16.134.130 ]

IP Subnet Mask: [ 255255.255.0 ]

IP Default GW: @

Host Name: MYGEZEOPC

Showcase

*Object Name:

on the roads of the world

*Location:

[
[
*Instance: [ 6
[
[

*Description: myGEZE Integration BACnet and OPC UA

Fig. 69 : myGEZE Control Configurator IP address example

Further BACnet parameters cannot be set using the configuration file. These have to be adapted directly in
TwinCAT if needed. This can concern the UDP port used for BACnet communication, for example.

For this, open the network settings under Advanced Settings under //O in Device 3 (BACnet/P).

GEZE o
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UDP Port and Network Number can be adapted to customer specification here.

[7 Ready

Fig. 70: Advanced Settings

7.4.2 Loading a GEZE project

L'S] myGEZE_TemplateProject - TeXaeShell ¥ & Quick Launch (Ctrl+Q) - 0 X
File Edit View Project Build Debug TwinCAT TwinSAFE PLC Team Scope Tools Window Help
(B - % - | Release - TWinCAT CET(ARMVT) - B Attach.. - | & lmeRl
i Build 4024.35 (Loaded] - = iz | & | myGEZE_sPS - @ CX-745FD0 - i sps -l -3 z
Solution Explorer [Ve] ZA BV Library Manager & A
a .
d8-o-a| k- General Adapter Settings BBMD Diagnasis
Search Solution Explorer (Ctrl+a)
Local Ip Sett Time M nt
[ myGEZE_Devicelmport.csv =P me Henageme
[] myGEZE_StateTexts_DE.csv Mode Use operating system settings Use operating system settings [
0 myGEZE StateTexts Efcsv IPAddess [ 192 _ 188 1 3 UTC Offset R
4 ] myGEZE_5PS - -
4 [l svsTEm subnet | 255 . 25 255 . Daylight Saving UDP Port (17808
¥ License
b @ Real-Time Gateway 182 . 168 1 25 Local Date Network Number 0 S
3 El Tasks
= Routes Device Settings Local Time Disable IP checksum check O
H
zln Type System AmsNetld  ([5.116.95.208) 4.1 Client Synchron  Discard ICMP ]
(8] TeCOM Objects
4 PLC Ads Port Use relative Netld Local Client Discovery O
Supplement Key {
4 OFsPs Symmibol P
_____ ymbol Port (32111 Enable Rovting m|
by P Koy e
(1 Bxtemal Types Task Configuration s
b (i References
3 DUTs FlcTask
- : o V Advanced Settings
3 GVLs o
b 3 POUs mport/Export (EDE. XL, EXP) 2R S
b [ Visualisierung Metwork Adapter Queues Corfigure
&l GlobalTextlist R Epa
b G loTask (loTask) System Manager Settings Configure
Version
b PicTask (PlcTask] Network Setings Corfigurs
95 sPSamc BACnet Extension 4326
I O SPSInstance BACnet Stack 4021 Symbal Server Settings Corfigure
4 @Evo
- *E Devices
b g Device 1 (Beckhoff CCAT)
4 5 Device 3 (BACnet IF)
*8 jmage
b oo
Solution Explorer [REa T I

4 Add to Source Control =

Load the configuration prepared with myGEZE Control Configurator and the licence to the controller.
The advantage of loading this configuration to the controller before the TwinCAT project is that the controller

then boots correctly directly after activation of the application

If the step is not carried out until after activation, the controller goes into Stop mode since the licence is miss-

ing.
7.4.3 Preparing TwinCAT project

» Create a folder for the project in the XAE directory.

There is a free choice for the folder name. Use of a name that refers to the project is recom-
mended. The order number and project name can be integrated, for example.

» Load the TwinCAT template project from the tnzip directory.

The software template is available in the format ‘tnzip’, zipped with TwinCAT. This is available from GEZE GmbH

in the respectively approved version.
The project-specific configurations can be derived from this template.
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1. InTwinCAT, select File /Open /Open Solution from Archive

\ﬁ myGEZE_TemplateProject - TcXaeShell
File | Edit Build  Debug  TwinCAT  TwinSAFE
v -
Open L
@@ Start Page 2

View  Project PLC  Tearn

Mew - | Release -

Project/Solution...

Folder...

aolploisie il Open from Source Control

Add * | 21 File..

Close Convert...

HI-_'I

Close Solution Open Project from Target...

Save Selected ltems Ctrl+S 1 Open Solution from Archive...
Save Selected ltems As...
Save Project As Archive...
Send Project By E-Mail...

Save All

L

Ctrl+Shift+5
Source Control b
Page Setup...
Print... Ctrl+P
Account Settings...

Recent Files b

Recent Projects and Solutions 4

Exit Alt+F4

Fig. 71: TcXaeShell_openProject 01

2. Select the directory path created previously and confirm “Select folder”.

Scope
TwinCAT CE7 (ARMVT) -k

Tools  Window

Ctrl+Shift+ O
Ctrl+Shift+Alt+0

Ctrl+0

Select Folder for new Selution
« A

Organisieren v Meuer Ordner

MNarme Anderungsdatum

[ Dieser PC
§ 3D-Objekte Es wurden keine Suchergebnisse gefunden.

&=/ Bilder

[ Desktop

=| Dokumente

‘r Downloads

Musik

Videos

Windows (C:)

Public (M:)

U4590 (\VgcdGwt

HHHEB@ES

Groups () v £

« TcKa.. » 52609386-Musterauftrag... v [¥] S "52609386-Musterauftrag-Ba... I

*

Typ

QOrdner: | 32609386-Musterauftrag-Bauprojekt_Dunkelstadt

Ordner auswihlen

Abbrechen

Fig. 72: TcXaeShell_openProject 02

(GEZE]
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3. Select a customer project

The template project contains the configured customer application and software that can be used to ana-

lyse the connected CAN devices during commissioning. This is explained again in section 7.7.

This must be selected in the TwinCAT Solution Explorer in order to edit the customer project.

Ea myGEZE_TemplateProject - TcXaeShell

File Edit View Project Build Debug TwinCAT  TwinSAFE PLC  Team  Scope  Tools Window  Help

-0 (B -2 el X [ < & | Release - TwinCATCET (ARMVT) - B Attach.. - | 58 oy
% Build 402435 (Loaded) ~ = s \ n |':._ﬁ| myGEZE_SPS ~| | @ CX-745FD0 - _ % SPS(myGEZE_SPS) -

Solution Explorer v I x

@ &~ | o a | > IEI %5 Add library Delete library Detail: | 5] Placeholders |' [l Library repository
Search Solution Explorer (Ctrl+ ) 2 -8 MName Mamespa
fa] Selution 'myGEZE_TemplateProject' (2 projects) * myGEZE = myGEZE, 1.1.0.1 (GEZE GmbH) myGEZE
3 Configurator + System_VisuElemMeter = VisuElemMeter, 3 VisuElemMe
4 ? myGEZE_SPS + System_VisuElems = VisuElems, 3.5.13.40 VisuElems
3 ﬁj SYSTEM + System_VisuElemsSpedalControl 3.5.13.0 (System) VisuElemsS
4 PLC E2 System_VisuElemsWinControls 3.20 (System) VisuElems?
+ System_VisuElemTextEditor (System) VisuElemTe
H-=038 system_visuinputs = visuinputs, system) visuinputs

3 External Types
P |2 References
b [ DUTs
[ GVls
b [ POUs
fdl GlobalTextList
b lff loTask (loTask)
[ Eg] PlcTask (PlcTask)
93 SPSmc
I O SPSInstance
& o
b il myGEZE_SPS_CanMonitor

Anzeige der aktiven SPS

Projektauswahl

Fig. 73: Project Selection_Solution Explorer

4. Change to the target hardware
5. Use Choose Target System to select the hardware for which a route was prepared previously.

6. Confirm information about changing the platform with Yes.

Release = TwinCAT CE7 (ARMVT) = | Attach.. - o
i ] | myGEZE_SP5 - [ CY-TASFDO

<l ocal>
CX-621414 (5.98.20.20.1.1)

@& CX-745FD0  (5.116.95.208.1.1)
Choose Target System...

Fig. 74: TcXaeShell_openProject 03
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TcXaeshell

Active solution platform "TwinCAT RT (x&4)" differs from new
target platform TwinCAT CE7 [ARMYT)!

Change solution platform?

Nein

Fig. 75: TcXaeShell_openProject 04
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7.4.3.1 Checking GEZE software libraries

3 software libraries from GEZE GmbH are required for the correct processing of the program workflow.
These are normally already implemented in the software. If any parts are missing, this will be indicated by Twin-

CAT.
» Open the library path in TwinCAT under the PLC application by double-clicking ‘References’:

Solution Explorer - 0 X
@E-o-alp-
Search Solution Explorer (Ctrl+ ) P~

fa] Solution 'myGEZE_TemplateProject’ (1 project)
] Configurator
[ myGEZE_Devicelmport.csv
[ myGEZE_StateTexts_DE.csv
[ myGEZE_StateTexts_EN.csv
4 ol myGEZE 5PS
4 ] svsTEM
[ License
b @) Real-Time
b B Tasks
=T= Routes
815 Type System
TcCOM Objects
4 PLC

4 W sps

[ External Types

P B References
b [ DUTs
1 GVLs

Fig. 76: TwinCAT references

» The GEZE libraries installed are shown in the editor window.

myGEZE_SPS Library Manager @ & X

5 Add library Delete library Details | 5] Placeholders m Library repository
Mame Mamespace Effe ™
= myGEZE = myGEZE, 1.0.0.1 {GEZE GmbH) myGEZE 1.0.0
E? myGEZEBasic, 1.0.0.0 (GEZE GmbH) myGEZEBasic 1.0.0
=) myGezeLicensing = myGezelicensing, 1.0.0.0 (GEZE GmbH) myGezelicensing
e Tc2_EIB = TcZ_EIB, * (Beckhoff Automation GmbH) Tc2_EIB 3.3
Tc2_Math = Tc2_Math, * (Beckhoff Automation GmbH) Tc2_Math 3.3
Tc2_Standard = Tc2_Standard, * (Beckhoff Automation GmbH) Tc2_Standard 3.3..
+ Te2_SUPS = Tec2_SUPS, * (Beckhoff Automation GmbH) Tc2_SUPS 3.3

Fig. 77: Incorrect TwinCAT references

In the example shown, the library for myGEZELicensing is incorrect or missing. This is indicated by the wavy un-
derline and the yellow exclamation mark. In this case, the correct version must then be installed using the tab

‘Library Repository .
The necessary libraries are located in the PLC folder under

... |\Testprojekt\myGEZE_TemplateProject\SPS\_Libraries\geze gmbh

1. In TwinCAT, double-click ‘Library Repository .
Click the ‘Install’ button.

Select library path.

Eal

Select the missing library and install by clicking ‘Open'’.

GEZE] .
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| Iﬁﬂ Libra * |
Location: System ~ Edit Locations. ..

({C:¥\TwinCATY3. 1\Components\Plc\Managed Libraries)

Installed libraries:

Company: | (All companies)

Uninstall

Application
BuildingAutomation
Communication
Controller
DataAccess
- GEZE GmbH
+--+0 myGEZFBasic
+.+0 myGEZE GE
+0 myGezeLicensing
0.0.0.26

GEZE G

Intern

10

Math
Measurement
Motion
Packaging
System

Export...

« oo

Group by category

Library Profiles. ..

e

Fig. 78: TwinCAT references

m Select Library

<« mygezelicensing » 1.0.0.0

Organisieren + Meuer Ordner

A
g Dieser PC MName

) 3D-Objekte

= Bilder

[ Desktop

| Dokumente

4 Downloads

D Musik

B videos

“aa Windows (C:)
== Public (N:)

= L4990 (\gedGwf

D mygezelicensing.compiled-library

= Groups (Q) LI 4

S ".0.0.0" durchsuchen
Bz M @
Anderungsdatum Typ

23.05.2023 15:49 COMPILED-LIER

Dateiname: | mygezelicensing.compiled-library

v| All library files (*.compiled-libre ~

Abbrechen

Once all libraries have been installed correctly, the wavy underline and the yellow exclamation mark will disap-

pear everywhere.

Old libraries that are no longer needed can be removed by pressing the button ‘Uninstall.

20
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7.4.3.2 Configuration/hardware structure

Here, the configuration is adapted to the actual hardware structure. In the template project, all the terminals of
the max. possible system structure are listed and initially disabled.
Right-clicking the terminal and clicking the function ‘Disabl/e’ again then enables the corresponding terminal.
The icon was in front of the terminal before can no longer be seen when the terminal is active.

4 110

4 " Devices

b g Device 1 (Beckhoff CCAT)
[ B“ﬁ]tlt Device 3 (BACnet IP)
b g Device 4 (EL6T31)
b gn Device 5 (EL6T51)
b A Device 6 (EL6751)
b A Device 7 (EL6751)
b A Device 8 (EL6751)
4 pg= Device 2 (EtherCAT)

',, Image

",, Image-Info

b 2 SyncUnits
P Inputs
b Outputs
P & InfoData
4 |§ Term 01 (EK1200)
b % Tomm s
b niia Td d Add New ltem...
bk Te Insert New [tem...
Poud Te Insert Existing [tem...
1
4 us T X Remove
b Te
b IHHB T Rename
b ni’g Te Save Term 02 (EL1008).xti
bR Te Save Term 02 (EL1008) As...
bogs Te o
Ej T 0! Copy Ctrl+C
[ =j Te Mocut Crl+X
4 =j Te Paste Ctrl+V
[
bows e Paste with Links
P s Te
b Eila T |E| Independent Project File
b BL T & Reload ProjectFile
b BT o Disable
b OERTe
b Eiﬂ Te Change to Compatible Type...
b E’a Tel Add to HotConnect group

Solution Explorer w Delete from HotConnect group

Fig. 79: myGEZE_TcXaeShell_openProject

For example:
4 |§ Term 01 (EK1200)
P Hij Terrn 02 (EL1008)
B Iilﬂﬂ Terrm 03 (EL100E)
Fig. 80: myGEZE_TcXaeShell_openProject

»  First terminal active, second terminal disabled.

File Edit View Project Build Debug TwinCAT  Twin%

-olB-a-aRP X9

Build 4024.35 (Loaded) - 2% f
Save All (Ctrl+5hift+5)
- III' ){

Solution Explorer

Fig. 81: myGEZE_TcXaeShell_openProject

» Saveall

» Activate Configuration
The project configuration thus prepared is transmitted to the controller and activated using the function ‘Act/-
vate Configuration'.
For this, a route to the controller must have been set and the correct target hardware selected beforehand.

GEZE] o
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File Edit View Project Build Debug TwinCAT  TwinSAFE PLC  Teamn  Scope Tools  Window  Help
fe-0|B-0-2 WP | 0 = O < Release - TwinCATCET(ARMVT)  ~| B Attach... =

© Build 4024.35 (Loaded) ~+ v| [ |.,._4;.§| ryGEZE_SPS ~| | @ CX-745FDO -

Solution Explorer

@E-o-al -

Search Solution Explorer (Ctrl+a) . Activate Configuration x
fa] Selution 'myGEZE_TernplateProject’ (1 project) %
4 ] myGEZE_SPS Project: |myGEZE_5P5 |
« @ SYSTEM Target: [ & ox-7asFD0 |
[ License
b @ Real-Time [] Autostart PLC Boot Project(s)
b B Tasks
=f= Routes

Cancel

¥n Type System
TcCOM Objects
4 [ oo

Fig. 82: myGEZE_TcXaeShell_openProject

» Confirm prompt about restart with OK.

TcXaeShell >

o Restart TwinCAT System in Run Mode

Fig. 83: myGEZE_TcXaeShell_openProject

GEZE] o
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7.4.3.3 Configuring for controller system correct

During program download and activation, the TC-LED on the controller as well as various other LEDs in the ter-
minal system light up red.

During the final startup procedure of the controller system, the WD (watchdog) LED flashes green.

If the prepared and loaded configuration is correct, the two LEDs for TC and W must have light up with green
continuous light after the start phase has been completed.

No other LEDs may light up red in the upper area at the terminals.

BECKHOFF
8191

1C
WD

-ERR

Fig. 84: myGEZE LED status

7.5 Checking BACnet objects and generating BACnet-EDE file with Twin-
CAT

After configuration has been completed, the correct generation of the BACnet data points can be checked in
the TwinCAT programming tool.

For the data to be forwarded e.g. to a system integrator for the building management system, the required data
can be exported from the system as a BACnet-EDE file according to the standard format prescribed by the BAC-
net Interest Group.

7.5.1 Checking BACnet objects

First: Run a scan in the "myGEZE Control (BACnet Server)" sub-section of Dynamic Object Management.
= All created BACnet objects will be displayed. Export these to the EDE. If you do not complete the export,

the EDE will remain empty.
uild 402435 (Loaded) - - 17 [ ]| |[@]5. @ | myceze ses || & CX-T45FDO M5 ES -l -3 | | | =

myGEZE_SPS + X

WE- o I’E Settings | Obiects Online | Objects Seftings . Alarms./Everts
‘ch Solution Explorer (Ctrl+ @) Pl Settings Tools
| Solution 'myGEZE _TemplateProject’ (1 project) - Status: - Updating visable objects
£l mycezE o5 —
4 @ svsTEM Update Replace
¥ License
P @ Real-Time Objectdertiier ObjectName Description PresentValue StatusFlags
b B s Showcase myGEZE ntegraton wh BACet
&= Routes
22 Tpe System Fle 0 CurertCorfigarl
TCOM Objects Flle:1 BACnetOniine_1010010 bootcata
4 [lec NotficationClass: 30 NOTIFICATION _CLASS_%0 Everts
4 Ees NotficationClass:60 NOTIFICATION _CLASS_60 Plart, mafunctions
b i) S Project
MuliSiate Vaue 1000 PFWROUSIWATEL10S125000801 PFWRS 003114 007 command T2320 1
b Of SSInstance
4 @vo MukiStateVau=: 1001 PFWRO0OSIWATEL 108125000801 PFIVRS 00,3114 007 operation mode RS 4
4 %2 Devices BinaryValue:1002 PFWRODOSIWATEL 108225000801 PFIRS 00,3114 007 door state actve
P @ Device 1 (Beckhoff CCAT BinaryValue:1003 PFWROMSIWAIEL108325000801 PFWRS 00.311A 007 lock state active
4 Pf’l‘te 3 (BAChet IP) BinaryValue:1004 PFWROO0SIWATEL 10A140000801 PFVRS 00.911A 007 release nactive
mage
b Inputs BinaryVakue:1005 PFWROOOSIWATEL 104240000801 PFWRS 00,3114 007 emergency urlock nacive
) Outputs BnaryValue:1006 PFWRO0OSIWATEL10A340000801 PFIVR9 00,3114 007 door dlam nactive
b 71z myGEZE Control (BACnet Server) BinanyValue:1007 PFWRODOSIWATEL10A125000801 PFIYRS 003114 007 sabotage nactive
E o g“‘“‘; Eitgzg BinaryValue:1008 PFWROUSIWATEL104225000801 PFIRS 009114 007 CAN ermor nacive
o evice
b gt Dorces LSS BinaryVakue:100 PFWRO0OSIWATEL 104325000801 PFIVRS 003714 007 relsy eror nacive
b gh Device 7 ELGTS) BaryValue1010 PFWRO0SIWATEL 104425000801 PFIVR9 00,9114 007 lock emor nactive

1. Open the settings for myGEZE Control BACnet server in TwinCAT in the path I/0 / Device 3 (BACnetlP).
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Solution Explorer * 0 x
W o s
Search Solution Explorer (Chrl+G) o~

] Solution 'myGEZE_TernplateProject’ (1 project) -
4 ol myGEZE SPS
bl SYSTEM
4 [ rLC
> Gl sPs
4 /0

4 ¥ Devices
P G Device 1 (Beckhoff CCAT)
4 @ Device 3 (BACnet IP)
*® image
b Inputs
B Cutputs

A myGEZE Control (BACnet Server)

b R Device 4 (EL6751)
b gn Device 5 (EL6751)
b &R Device 6 (EL6751)
b gn Device 7 (EL6751)
b gn Device 8 (EL6751)
F |

g~ Device 2 (EtherCAT)

2. Double-click to start the settings.

3. To query the configuration generated, change to the Objects Online tab. In this window, all the configured
data objects can be seen with their current status. This can be used to check whether all entries made have
been implemented correctly.

myGEZE SPS & X

Settings  Objects Online | Objecis Settings  Alamns/Events
Settings Tools
Siatus:  Updaiing visable objects.
Wizard
Update: Replace
Objectldentfier Objecthame Descrition PresentValue StetusFlags OuGiSevice  EvertEnable
Device:s Musterkoffer myGEZE Integration RWS fiir BAChet
Fie: CurentConig xl
Fie:1 BACnetOnline_1010010 bootdata
NetficationClass:50 NOTIFICATION _CLASS_50 Aame
NotficationCiass: 70 NOTIFICATION _CLASS_70 Technische Stonngen
NotficationClass:50 NOTIFICATION _CLASS_80 Wartungsmeldungen
NetficationClass:90 NOTIFICATION _CLASS_90 Ercigrisse
NotficationCiass:60 NOTIFICATION _CLASS_60 Arlagensténungen
Mk Siate\Value:1000 PPWRODDIIWATEL1DS 125000801 PFWRS 00.911A 007 Schatobjekt RWS |1
BinaryValue:1002 PPWROD0IIWATEL 108225000801 PFWRS 00.911A 007 Tiraustand inaciive A A F D
y PFWRY 00.911A 007 Veriegelungszst... |inactive A A F @
Binary Vaiue: 1004 PPWRO00IWATEL10A140000801 PFWRS 00.911A 007 Freischaltung inactive A 7 O
BinaryValue:1005 PFWROD0IIWATEL 10A240000801 PFWRS 00.911A 007 Notentiegelung  |inacfive: A 7 B®
y PFWRS 00.911A 007 Taralam inactive. A ¢ @
BinaryValue:1007 PFWRO009IWATEL 104125000801 PFWRS 00.911A 007 Sabotage inactive. A F @
BinaryValue:1008 PFWRO00IIWATEL 104225000801 PPWRS 00.911A 007 CAN Stérung active A A F B®
yVale: PFWRS 00.9114 007 Relaisfehler inactive A 7 @
BinaryValue:1010 PFWRO009IWATEL 104425000801 PFWRS 00.911A 007 Vemegelungsfehler | inactive: A F @
BinanyValue:1011 PFWRODDIIWATELTDAS25000801 PFWRS 00.911A 007 Kommunikationss... |inactive: A F @
AnalogValue:1012 PPWRO009IWATEL 10125000801 PFWRS 00.911A 007 Anzahl Tursfinun... |33 A 7 ®

GEZE o
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7.5.2 Generating BACnet-EDE file

1. Open the settings for myGEZE Control BACnet server in TwinCAT in the path I/0 / Device 3 (BACnetlP).

Solution Explorer * 0 x
@& - o-a|p-]
Search Solution Explorer (Ctrl+ Q) R -

4 ol myGEZE SPS -
4 [ SYSTEM
A License
b @ Real-Time
[ % Tasks
== Routes
¥n Type System
TcCOM Objects
4 [ rLC
b EH SPS
¥ 170
4 " Devices
[ &=k Device 1 (Beckhoff CCAT)
+ Device 3 (BACnet IP)

b Lwa Device 4 (EL6751)
b gn Device 5 (EL6TS1)

2. Double-click to start the settings.

3. Toexport a BACnet-EDE file, change to the Setting tab. An export is started by clicking Export.

Task Corfiguration

|F'IcTask o | Appily

Import/Export (EDE, XML, EXF)

Import ... Export ...

4. Specify the required storage location and file name in the dialogue window. The file type must be set to
EDE files (*.csv).

5. Initiate export with the Save button.

6. Place a check mark next to ‘Use Online Data’ and ‘Create Structured Keynames’ in the window that
opens.
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Export EDE

Export:  [myGEZE Control (BACnet Server) v |

Target: |C:\Users\U4‘35ﬂ\Desktop\test.csv |

Use Online Data
Include optional columns

Write Limits Min-/Max PresValue

[] Include all properties {not EDE conform)
[] Include Varable Link Information

Create Structured Keynames (MAIN"BY1)

[] Include Structured View Objects

Canc

7. Start export with the OK button

8. Successful generation is indicated by the program.

Exporting EDE ...

EDE files successfully generated.
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7.6 Expanded BACnet settings in TwinCAT

7.6.1 Assigning the BACnet device instance using the myGEZE Control Configurator

The BACnet device instance (also known as the BACnet device ID, BACnet ID, BACnet device address) deter-
mines the address of the controller in the BACnet network.

The BACnet device address is assigned during the configuration process using the myGEZE Control Configura-
tor tool. See the Controller overview section.

There, a parameter loaded into the controller alongside the GEZE device configuration is defined.

To ensure these settings are also adopted from the configuration file, the setting parameter provided for this
purpose in TwinCAT must be set to ‘0’.

1. Open the settings for myGEZE Control BACnet server in TwinCAT in the path I/0 / Device 3 (BACnetlP)
2. Double click ‘myGEZE Control (BACnet server)’ to start the settings

3. Switch to the Setting tab

4. Check to ensure the parameter ‘BACnet ID' is set to ‘0’, and if not then set it to ‘0’

Seftings Objects Online  Objects Settings ~ Alarms/Events

Identification Device Management
BACnet ID D Persist Server Online Data
Ads Port 1000 Use UPS O
Udp Port 47308 Backup Interval {min) 30 =
Authentification
Password Set Online Data - Save
PLC AutoMapping EtherCAT/KBus AutoMapping
w w
Map Unmap Map Unmap 10 Code

Dynamic Object Management

Chbject Type |Analog Input B
Instance 1D I:I Sean
Dynamic Objects Create

Fig. 85: Setting_BACnet ID.PNG

5. Save the configuration if necessary.

» The TwinCAT configuration must be activated again in the controller. See the section ‘Configur-
ing an application’

GEZE] o



Putting the software into operation myGEZE Control

7.6.2 Setting the BACnet UDP port

BACnet uses communication with UDP (User Datagram Protocol).

A communication port is assigned for this communication.

For BACnet, this range is defined as 47808 ... 47823.

The default setting is UDP 47808.

This setting can be adjusted within the defined range in TwinCAT based on the user specifications.

1. Open the settings for myGEZE Control BACnet server in TwinCAT in the path I/0 / Device 3 (BACnetlP)
2. Double click ‘Device 3 (BACnet IP) to start the settings
3. To configure UDP, change to the Settings tab

4. Open the Parameter Network Settings under Advanced settings

General Adapter Settings BBMD  Diagnosis

Local Ip Settings Time Management
Made |Use operating system settings Use operating system settings
IP Address | 192 168 . 1 . 3 UTC Offset 60
Subnet | 255 285 | 255 . O Daylight Savings Time
Gateway | 192 . 168 1 . 254 Local Date 10.10.2023
0765
Device Settings Local Time 10:26:51
AmsMetld |[5.11G.‘3'5.2DE].4.1 | Client Synchronization Sync Now
Ads Port Use relative Netld
Supplement Key Configuration
Symbal Port (32111
o Key Status TC3 License Management
Task Configuration
PlcTask v]
Advanced Settings
Confi
Import/Export (EDE. XML, EXP) VEDENTEE L
e B MNetwork Adapter Queuss Configure
System Manager Settings Corfigure
Version
) MNetwork Settings Configure
BACnet Extension 426
BACnet Stack 4021 Symbol Server Settings Corfigure

Fig. 86: Setting_BACnet UDPO1
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5. Change the UDP port parameter in the input dialogue that opens, and click Save to save

Supplement Key Configuration

Key Status TC3 License Management

Advanced Settings
Data Structures

Metwork Adapter Gueues
System Manager Settings
Metwork Settings

Symbol Server Settings

Fig. 87: Setting_BACnet UDP02

6. Save configuration.

Corfigure
Corfigure
Configure
Corfigure

Configure

LUDP Port

Metwork Mumber

Disable IP checksum check
Discard ICMP
Local Client Discoveny

Enable Routing

O OO

[l

Save

» The TwinCAT configuration must be activated again in the controller. See the section ‘Configur-

ing an application’

29
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7.6.3 Setting the BACnet Broadcast Management Device BBMD

If the controller can start communication with a BACnet system which is in another IP segment, configuration of
a BACnet Broadcast Management Device BBMD is necessary.
This configuration can be done in a corresponding Settings tab for the BACnet IP device.
Only one system may be configured as BBMD per IP address segment. Otherwise this will lead to a
flood of BACnet messages which will bring data communication to a standstill in a very short time
and may also cause a heavy load or even communication failure on other devices.
For this reason, the network administrator should be consulted before this function is used.

1. Open the settings for myGEZE Control BACnet server in TwinCAT in the path I/0 / Device 3 (BACnetlP).
2. Double-click to start the settings.
3. To configure BBMD, change to the BBMD tab.

myGEZE_SPS & X

General Adapter Settings BBMD  Diagnosis

BACnet Broadcast Management Device Settings Reaqistration as Foreign Device

Enable BEMD [+] Enable Remote Registration [ | Enable

BD Table Size e Remote BBMDIP | 0 . 0 . 0 . 0
Foreign device registration [« Allow UDP Port 47808

FD Table Size 6 K Time to Live (sec) 60

BEMD Table Configuration

Initial BOT  Opline BOT ~ Online FOT

Entry Mr Digtribution Ertry

 Add Entry

Remove

Export Table
Import Table

4. Activate the function '‘Enable BBMD'.
5. Click the Initial BDT field and then right-click Add Entry.
6. Open/edit the entry and enter the required IP address of the BBMD partner in the ipAddr field.
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myceze ses = > [

General Adapter Settings BBMD  Diagnosis

BACnet Broadcast Management Device Settings Registration as Foreign
Enable EEMD Enable Remote Registration
BD Table Size 16 El Remote BEMD IP
Foreign device registration Allow UDP Port

FD Table Size 16 = Time to Live (sec)
BBMD Table Corfiguration

Initial BT Online EDT ~ Online FOT

Ertry Mr Digtribution Entry
[=] Ertry_0 {172.16.201 4,255 255 255 255,47808)
ipAddr

mask 255 255 255 255
udpPort 47308

—ﬂ Several entries can be made here.

7. Save configuration.

» The TwinCAT configuration must be activated again in the controller. See the section ‘Configur-
ing an application’
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7.7 CAN monitor application

The application is only available up to template version 2.3 and controller type 8191.
» From template version 3.0 onwards, the function is integrated into the myGEZE
Viewer application.
» For further information, see 8 myGEZE Viewer.

In order to analyse the configured and used CAN terminals, an application has been created that can display the
statuses of the CAN terminals and determine the GEZE devices connected to them.

This application is included in the template project as another PLC program, and can be loaded into the control-
ler system during commissioning.

Each GEZE device transmits a lifetime telegram to the CAN bus at a cycle of 1 second. The telegram contains var-
ious information, such as the type, bus address, data content.

The application evaluates the connected devices based on the content of this telegram.

1. Select CAN monitor project:

éj myGEZE_TemplateProject - TcXaeShell
File Edit View Project Build Visualization Debug TwinCAT  TwinSAFE PLC  Team  Scope Tools  Window  Help
- RESRE R AN ~ I Y2 | & < & | Release ~| TwinCATCE7 (ARMV7) = P Attach.. ~ | 5 Toye
% Build 4024.35 (Loaded) ~ = @ B @| [ |g§| myGEZE_SPS_CanMonitc = & CX-745FD0 ~ ~ % CanMonitor (myGEZE_SF ~
—
Solution Explorer ' B\ CanMonitor & X
- o-a| s
Search Solution Explorer (Ctrl+a) P~
a1 Solution 'myGEZE_TemplateProject’ (2 projects)
3 Configurator Type Device
b myGEZE_SPS 1 TZ 320
2 DCU
3
CanMonitor 4 MBZ 300
&=l CanMonitor Project 18 10 420
[ External Types
[+ 5] References
b [3 DUTs
£ GVLs CAN Terminal 1 CAN Terminal 2 ’
b [3 POUs
4 [ VISUs = =
&1 V._CanMonitor () EtherCAT OK @ EthercAT OK
E_'g CanMonitor.tmc _ _
&l GlobalTextList O CAN OK . CAN OK
b i PlcTask (PlcTask) - -
b Gh VISU_TASK (VISU_TASK) - -
|3 ﬁ Visualization Manager CIear I-|St | CIear Llst
I Of CanMonitor Instance
b 110 CAM Address Type | = CAM Address Type | «
1 0 0 1 0 0
2 0 0 2 1] 0
3 0 0 3 0 0
4 0 0 4 1] 0

Fig. 88: Project Selection_Solution Explorer_CAN Monitor

2. Check the hardware and adjust to the project if necessary
3. Activate configuration on the controller system
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File  Edit View Project Build Debug
(0-0|@-u-E P
© Build 4024.35 (Loaded) ~+ < B | 35|

Solution Explorer
@E-|o-a|p=
Search Solution Explorer (Ctrl+ Q)

fa] Selution 'myGEZE_TerplateProject’ (1 project)
4 ] myGEZE SPS
4 |} SvSTEM
I License
b @ Real-Time
b B Tasks
=f= Routes
¥n Type System
TcCOM Objects
« FE omoe

Fig. 89: myGEZE_TcXaeShell_openProject08

TwinCAT  TwinSAFE PLC  Team  Scope Tools Window  Help

Release + | TwinCAT CE7 (ARMNT) -~ p Attach.. =

|[@] 5. 8 | myceze_sps - @ Cx-TA5FDO .

. Activate Configuration X

[

Project: | myGEZE_SPS |

Target: | % CX-745FD0 |

Autostart PLC Boot Project(s)

Cancel

» Confirm prompt about restart with OK.

TcXaeshell

o Restart TwinCAT System in Run Mode

Abbrechen

>

Fig. 90: myGEZE_TcXaeShell_openProject09

This license can be generated for limited time use by entering the random code displayed.

ﬂ The CAN monitor application uses an HMI visualisation function, for which a license is required.

CXa191
[k

W
Dem

There is an application in the CAN monitor that activates the LED for WD flashing red, to indicate
that the customer project is not in the controller system.
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Analysis of CAN terminals and connected devices:

A graphicindicator has been created for CAN monitoring.

There is a program code behind this graphic that checks to ensure the configured CAN terminals are function-
ing correctly. The incoming CAN lifetime telegrams for the connected CAN devices are also recorded and evalu-
ated.

This information is used to create a graphic display of the CAN status.

Accessing the CAN monitor graphic:
The graphic can be accessed online in the controller system in two different ways.

1. Access directly from TwinCAT

Double click the ‘V_CANMonitor’ graphic
The graphic is opened in Editor.

Solution Explorer > 3 x
@QE-o-a|p-]
Search Solution Explorer (Ctrl+ ) P~

] Solution 'myGEZE_TemplateProject’ (2 projects)
[ Caenfigurator
b il myGEZE_SPS
Fl ln] myGEZE_SP5_CanMonitor
b @l SYSTEM

anMonitor
Hj CanMonitor Project
[ External Types
b [-d References
b [ DUTs
3 Guls
b [ POUs
4 [ VISUs
213 CanMonitortme
{id GlobalTextlist
b G PlcTask (PlcTask)
3 Eg;. VISU_TASK (VISU_TASK)
b ﬁ Visualization Manager
b OF CanMonitor Instance

b s}

Fig. 91: Call_CAN Monitoring

(GEZE] 104



Putting the software into operation myGEZE Control

Log into the controller to display the current status

ndow  Help
b | 5% Tpye - RARS R E =
- < CanMonitor (myGEZE SF ~| 1~ | 3% | |

Button Login betatigen

Fig. 92: TwinCAT_Log-in

After login, the current status of the CAN terminals and connected devices will be displayed live.

& | myGEZE_5PS_CanMonitc ~| @& CX-TASFDO ~ _% CanMonitor (myGEZE_SF ~ | g ED s eE|DD.
CAN Monitor
Type Device
1 TZ 320
2 DCU
3 Clear All Export to CSV
4 MBZ 300
18 10 420
| CAN Terminal 1 | ‘ CAN Terminal 2 ‘ ‘ CAN Terminal 3 ‘ | CAN Terminal 4 | ‘ CAN Terminal 5 ‘
O EtherCAT OK ‘ EtherCAT OK ‘ EtherCAT OK ‘ EtherCAT OK ‘ EtherCAT OK
O CAN OK ‘ CAN OK ‘ CAN OK ‘ CAN OK ‘ CAN OK
ClearList | Glear List | Clear List | ClearList | Clear List
CAN Address Type [ = CAN Address Type | = CAN Addrass Type | = CAN Address Type [ = CAN Address Type | =
1 1 1| 1 [} o || 1 0 0 || 1 0 0 || 1 [} 0 ||
2 0 0 2 0 0 2 0 0 2 0 0 2 0 0
3 0 0 3 0 0 3 0 0 3 0 0 3 0 0
4 0 0 4 0 0 4 0 0 4 0 0 4 0 0
5 0 0 E 5 0 0 E 5 0 0 B 5 0 0 E 5 0 0 E
6 0 0 6 0 0 6 0 0 6 0 0 6 0 0
7 0 0 7 0 0 7 0 0 7 0 0 7 0 0
8 0 0 8 0 0 8 0 0 8 0 0 8 0 0
9 0 0 — 9 0 0 — 9 0 0 — 9 0 0 — 9 0 0 —_

Fig. 93: CAN Monitor V_CAN page
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Explanatory notes

Type Device
1 TZ 320
2 DCU
3
4 MBZ 300
18 10 420

Fig. 94: CAN monitor list

This list shows a key for the connected devices.

An ID in the lifetime telegram of the GEZE device can be used to differentiate between the product series of the
devices indicated above.

If a device cannot be clearly identified, it appears under type 3.

Clear All

Fig. 95: CAN-Monitor-Button_AIl.PNG

This button deletes all lists of detected devices.
They will then be automatically repopulated after the lifetime telegrams are received.

Export to CSV

Fig. 96: CAN-Monitor-Button_Export.PNG

This button can be used to export the current display of connected GEZE devices.

The list is saved automatically in the FTP file directory of the controller.

An FTP client can be used to load the file with protected access for the user ‘GEZE’ and corresponding password
from the controller.



Putting the software into operation myGEZE Control

CAN Terminal 1

O EtherCAT OK

é CAN OK

Clear List

CAMN Address Type | =

b IO = O ) O S Y e T Y
Dl o|lo|lo|la|lo| =
Dl ool o|lo|lo | =

Fig. 97: CAN Monitor Device List.PNG

EtherCAT OK CAN terminal on the controller operating correctly
CAN OK No fault on the CAN bus (such as a short circuit)
Clear ListList of corresponding CAN terminals is deleted

The detected CAN devices are displayed in the device list with their CAN addresses and type designations. The
list can include up to 63 devices. No device was detected at points where a ‘0’ is entered.

The list is populated based on the lifetime telegrams received from the devices. They may be re-

ceived in different sequences, depending on the timing.
=> The list is not sorted by address or type.

=> The sequence of the list may be different each time it is cleared.

2. Display of the current status via a web browser

The CAN monitor can also be displayed via a web browser.
To do so, access the following link:

https://192.168.2.3/Tc3PIcHmiWeb/Port _851/Visu/canmonitor.htm

The IP address can differ depending on the settings.


https://192.168.2.3/Tc3PlcHmiWeb/Port_851/Visu/canmonitor.htm
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Fig. 98: CAN Monitor Web Browser.PNG

The functions displayed correspond to those of the interface displayed in TwinCAT.

Please note that this is an internal, unsecured web connection (http) without security mechanisms.
=>Please confirm the security notification that may appear in your browser.
=>»Due to security guidelines on the device, it may be impossible to form an insecure connection.

Please ensure that you load the customer application in the controller system once again and acti-
vate it after finishing work with the CAN monitor.
Only then will the data and information be processed according to the project configuration.




myGEZE Viewer myGEZE Control

8  myGEZE Viewer

From template version 3.0 onwards, and with controller type 8290, myGEZE Control offers the option of using
the internal GEZE panel software, myGEZE Viewer, as a software application for the browser-based display and
operation of connected GEZE product systems in the fields of rescue route technology and automatic door
drives.

The implementation utilises Beckhoff’s TwinCAT HMI TF 2000 technology. myGEZE Control provides the server
component of the HMI. The client application is activated on the external device.

This is a software option that requires a licence and must be activated separately on the con-
troller via a licence option.

8.1 Possible GEZE product systems/number of product systems

GEZE product systems are integrated using GEZE module types. All data points contained therein are displayed
in myGEZE Viewer or are available for control purposes.

ﬂ For further information, please refer to the myGEZE Control BACnet Definition user manual (ID
207846).

Product systems for myGEZE Viewer
Max. possible

Technical type What data points
TZ320 Emergency exit control, emergency exit system 13

DCU Automatic drives for swing, sliding and revolving doors 14

DCU +TZ Combination of automatic drives + emergency exit control 22

DOOR Manual door systems 7

HOLD Image of a hold-open system with a combination of input 3

and output signals

Up to 50 product systems can be displayed and operated in myGEZE Viewer.
These devices must be assigned a GEZE device address (GEZE-ID) in the range of 1...50 during configuration.

myGEZE Viewer can only display devices that are connected to the controller it is directly com-
municating with. It is not possible to communicate with other controllers.

8.2 Browser-based application / Number of client applications/operating
stations

myGEZE Viewer is a browser-based software application. No installation is required on the client system. You
can use any standard web browser:

» Google Chrome

» Mozilla Firefox

» Microsoft Edge
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It also works on Apple iOS and Android browsers. It should be noted that the device requires a minimum screen

size and resolution to display content correctly. GEZE recommends devices with displays of at least 10 inches.
Launching the application:

myGEZE Control uses TCP port 2020 for data communication. This port must be enabled on firewalls, routers,
etc.

Syntax for the call: https:\\hostname:2020

The hostname can be either the IP address or the hostname of the system, provided that a DNS (Dynamic Name
Server) can resolve this name on the network.

Up to four operating stations can access the system simultaneously. If the limit is exceeded, system signals will
appear at start-up.

v Bl TcHmisHy x o+

&« C M © Nicht sicher  kps://192.168.1.3:2020
ao

oo

TcHmiSrv

License Limit Exceeded - Client Limit Exceeded.

Please check your HM! license in the "About” dialog of the TwinCAT system tray or in your TwinCAT project.

Reload

Fig. 99: TcHmiISrv

8.3 User administration

The system comes with two users by default.

User Default password Rights
User 1 Navigating, switching, controlling
Administrator 1 Administrator user for any neces-

sary settings and analytics pages
When logging in, the user must select the predefined username and enter the password. Every user can change

their own password. The administrator can create additional users in the system.

p@\ Login

Username

User ~

Stay logged ir

Fig. 100: Administrator login
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8.3.1 User settings

You can access the user settings via the button displayed in the top-right corner of the browser window in the
taskbar.

Administrator lk@ﬁ\

Logout
Edit user properties

User ma nagement

Fig. 101: User settings

Setting options:
» Own password (the administrator can also set additional passwords)
» Password requirements
» Repetition
» Inputvalue

» User groups
»  Which user group the user belongs to
» Here you can choose between 'User' and 'Administrator'
» User groups cannot be created or modified

» Localisation (Sets the user’s browser language settings)

» Project standard Language as defined in the project configuration in myGEZE Con-
trol

» Browser standard Language is determined by the browser settings
» The language can be set in advance; German and English currently available

Hello Administrator

Password

Enter your new password.
Repeat your new password.

Password Requirements

Both password inputs must have equal value

The password must consist of at least 1 characters

User groups
+  Administrator

User

Localization

Use project settings

@ | Use browser default

Advanced Save Cancel

Fig. 102: Administrator login

b The user SystemAdministratoris intended for internal GEZE diagnostic purposes and cannot
be used
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8.3.2 Manage users

Administrators have the right to manage users within the system. Additional users can be created or deleted, or
existing users can be edited.
Add users

Hello Administrator

Administrator = Add user

Logout Delete user

Edit user properties
Change users

User management

Cancel

Fig. 103: Add user.

» Select User Administration.

» Select the 'Add user' function.

» Enter the required data in the fields (as described in section 8.3.1 User settings).
Delete users

» Select the user you wish to delete and delete the account.

Manage users

» The settings for changing password at the next login and group membership can be changed
here.
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8.4 User interface design

The menu tree is located on the left-hand side of the browser interface. This depends on the logged in
user and their resulting rights.

GEZE

U Doors
Q% Settings v

‘I‘L_E_él CAN-Monitor
Fi_él EtherCAT Diagnostics

Fig. 104: Menu tree

Doors

This is where all connected and planned systems are displayed in the main view.

See the next chapter.

Settings

Depending on your permissions, you can view other areas of the system or adjust settings here.

Users from the User section

Users can select the language for their account here. The languages available are German and English.

Settings

Language

English X

German

English

Fig. 105: Language selection

Users with administrator privileges
In addition to the language selection, the CAN Monitor and EtherCAT Diagnostic functions are available to ad-
ministrators here. These functions are described in more detail in the following chapters.
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8.5 Main view/Grid

The main view of all connected devices is generated automatically. The basic symbol is determined by the types

of device connected.

The grid showing the layout of the connected devices is generated automatically based on the number of de-

vices.

The grid is determined by the number of devices.
This can be scaled up to a maximum of 7x8, i.e. 50 devices.

If the number does not fit within the maximum possible grid, the areas will remain empty.
The overall display has scalability that allows it to fit the screen size.

[GEzE)
RWSTZ320
Q‘; Settings > (a
unlocked
Kombituer
(\
a
unlocked

Manuelles Tuersystem

D

open
Fig. 106: Main view/Grid
RWSTz320—— {1}
o
o (

unlocked

Fig. 107: Explanation

@ Device name from import file

3:15:09 PM

TZ320 Nebeneingang

cC
i

unlocked
Automatikantrieb

AUTO

automatic

Feststellanlage

D

open

@ Symbol associated with the device

@ Current status

Colour change

Active faults, errors, alarms and maintenance requirements are indicated by the icon changing colour.

Meaning Colour
No active notification

Alarm Red
Technical fault Yellow
System fault Yellow
Maintenance Blue

(GEZE]

Transparent/none

114
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8.6 Device panel/Detailed view

There are a device panel and a detailed view for each device type. The heading in line 1 is automatically taken
from the import file.

Control panel

Display of statuses depending on the device type.

In the event of an error, fault or alarm, the colour changes as shown in the main illustration. The exact cause of
the alarm is not displayed here.

The device can be set to all possible modes of operation using the buttons.

¢
ol

unlocked

AW |
@

S

Fig. 108: Control panel

Zone 1
The basic symbol is determined by the types of device connected. This displays either the locking or the operat-
ing status. Clicking in this area opens the detailed view showing all available data points.

Zone 2
A selection of status messages is displayed here, depending on the device type.

Zone 3
The device can be set to all possible device-specific modes of operation using the buttons.

Detailed view
»  You can access this by clicking on section 1 of the details panel.
» The grid for this is static.
»  All device-specific data points are displayed.
» Missing data is greyed out or the row is left blank.
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3|
TZ320 X

‘ . properties value
unlocked

operating mode

n e

sabotage

g

release
unlocked
emergency unlock
D ! O CAN disturbed ! fault
. O . communication fault
] relay fault
% O lock fault

Fig. 109: Control panel — detailed view

The colour coding for errors, faults and alarms is the same as that shown in the main view.

8.7 Configuration/Automatic display of all connected devices

The configuration files myGEZE_Devicelmport.csv and
myGEZE_StateTexts.csv are used as the basis for the configuration. This is where all the necessary data is en-
tered.

» Device ID

» Device type

» Device name
Based on the device type, myGEZE Viewer identifies the module type and generates the graphical elements au-
tomatically. The configured device name is automatically used as the heading for the device panel. This also
provides the data points for the detailed view.

Without any further configuration, the system generates the graphical pages on which the panels of the con-
nected devices are automatically displayed. The GEZE Device ID from the configuration file is used as an identi-

fier for the display.

All devices within the GEZE-ID address range 1...50 are included.
Devices with higher addresses are not displayed.

If more than 50 devices, or devices of a different type (KNX, MBZ, 10), are connected to a controller, the device ID
can be used to determine which devices are included in myGEZE Viewer.

The devices in the grid / main view are sorted by device ID. This feature is available from template version 3.1
onwards.
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8.8 CAN monitor

myGEZE Viewer makes it possible to analyse the CAN terminals that have been configured and are in use. The
connected GEZE devices can be identified by their assigned addresses.

The function:
» isonly available with an administrator account.
4

is also available without a myGEZE Viewer licence.

A graphic display has been created for CAN monitoring. This graphic is based on a program that records and
analyses incoming CAN lifetime telegrams from the connected CAN devices.

An identifier in the lifetime telegram of GEZE devices allows the detected devices to be distinguished according
to their product series. If a device cannot be identified, it will appear as ‘Unknown’.

Clicking the 'Refresh' button clears the view and reloads it.

Administrator 10:31:32 AM

D Doors CAN-Monitor refresh
a% Settings o Channel 1 Channel 2 Channel 3 Channel 4 Channel 5
- Ip— IR T T EEETEE E TR
oy 7 : : g
rb_i_é EtherCAT Diagnostics
|
- |

Fig. 110: CAN monitor

8.9 EtherCAT diagnostics

The Beckhoff system offers the option of a diagnostics page for the internal EtherCAT. This diagnostic tool is in-
tegrated into myGEZE Viewer.
Internal diagnostics are displayed for both the controller and the connected terminals.

The function:
» isonly available with an administrator account.
4

is also available without a myGEZE Viewer licence.

@ PO 104602 AM
U Doors EtherCAT Diagnostics

Q':'} Settings ) H
6—2—5 CAN-Menitor Term 02 (EL1008)

| FE’E EtherCAT Diagnostics

mion  mers oes | mer
Brkhuoll | Beckhel | Beckhull | Breckhed!

Fig. 111: EtherCAT diagnostics
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Target
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Fig. 112: EtherCAT diagnostics — Master view

9 Transportation and storage

Control unit
Store removed control units in a safe place.

Controllers / terminals
If the storage temperature exceeds 60°C, remove the battery from the 8191 embedded PC. Store the battery
separate from the embedded PC in a dry environment at a temperature in the range of 0 °C to 30 °C.

—ﬂ Controller type 8191: Settings such as the date and time are lost when the battery is removed.
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10 Disposal

All control unit components must be disposed of in accordance with the statutory regulations for hazardous
waste. Rechargeable batteries contain highly toxic substances and therefore can only be disposed of at collec-
tion points prescribed by law.

Information regarding the German Battery Directive

(Applicable in Germany and in all other Member States of the European Union as well as in other European
countries, together with the countries' own provisions for a separate waste battery collection system.)

Under the Batteries Act, we are obliged to inform you of the following in connection with the sale of standard or
rechargeable batteries, or in connection with the supply of equipment containing standard or rechargeable bat-
teries: Rechargeable batteries and standard batteries must not be disposed of with household waste. Disposal
with household waste is expressly forbidden according to the German Battery Directive. As the end-consumer,
you are legally obliged to return used batteries. Please dispose of batteries at a municipal collection point or in
store. Batteries received from us can be returned to us by mail after use.

The address is: GEZE GmbH, Goods Receipt, Reinhold-Véster-Str. 21-29, 71229 Leonberg.
Batteries that contain hazardous substances are labelled with the symbol of a crossed-out rubbish bin. The

chemical identifier of the harmful chemical, Cd for cadmium, Pb for lead, Hg for mercury, is located under the
rubbish bin symbol.
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11 Technical data

Operating voltage (primary) 230V AC

-15% to +10 %, (195 V ACto 253 V AC
Frequency 50 Hz

(47-63 Hz)
Protection 10 A

Ambient temperature range -5to +40 °C

Relative humidity 75 % (average value over the entire life span)
90 % (max. 96 h of continuous operation at +40 °C)

Surface-mounted housing Painted sheet steel (RAL 7035) with lock insert

(two-way key bit, 3 mm)
IP rating IP 30, in compliance with EN 12101-10 environment class 1
Housing dimensions Depending on the unit equipment

Max. power loss of the individual components:

myGEZE Control CPU MODULE 8191/8290 4 Load 9W with UPS

myGEZE Control CAN MASTER TERMINAL 2

myGEZE Control CAN connector -

myGEZE Control ETHER CAT-COUPLER 0.5

myGEZE Control EIB/KNX BUS TERMINAL 0.5

myGEZE Control END TERMINAL -

myGEZE Control 8-channel digital input terminal 1

myGEZE Control potential distribution terminal 24 V -

DC

myGEZE Control potential distribution terminal 0 V DC -

myGEZE Control output terminal 2-channel relay 1

myGEZE Control output terminal 4-channel relay 1

myGEZE Control power supply terminal 1

myGEZE Control coupler 4
4
6

myGEZE Control extension
myGEZE Control 2-port junction 0.
myGEZE Control bus end cover -

The power supply for the overall system is 24 VDC (-15 %/+20 %).
The power losses may deviate slightly due to the tolerance.
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