Product data sheet
MBZ 300 CFPP *

SHEV control panel for smoke and heat extraction drives with
a total power consumption of 10 Ato 24 A

AREAS OF APPLICATION

— Small to large and networked smoke and heat extraction systems
— Control of electromotive 24 V drives for smoke and heat extraction in the event of a fire

— Control of a controlled natural ventilation
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PRODUCT DESCRIPTION
Rechargeable battery capacity 17 Ah/ 24 Ah/ 38 Ah depending on the variant and its settings

PRODUCT FEATURES

N

Modular design to allow flexible adaptation to project-specific requirements

N

Convenient extension by clicking on other modules in a control unit

N

Can be extended by alarm groups, ventilation groups and alarm lines as required

N

Depiction of complex smoke and heat extraction scenarios

N

Simple service and installation thanks to status display directly on the module

N

Configuration software simplifies commissioning and configuration

J

Wind direction dependent activation possible (SHEV according to EN 12101-2)

N

Conforms to the Chinese stipulations for complex smoke and heat extraction systems (CFPP)

TECHNICAL DATA

Productname MBZ 300 CFPP *

Material Sheeting

Colour grey RAL 7035

IP rating IP30

Service temperature -5-40°C

Operating voltage 230V AC

Number of cores 3 cores

Connection cross-section / mains 2.5 mm2, 1.5 mm2

Output voltage Minimum output voltage according to EN 12101-10 Tab.4, window
opener 19.3V / detection circuit 18.2V

Residual ripple 2%

Battery capacity 38 Ah

VARIANTS / ORDER INFO

Designation Ident-No. Colour Operating voltage IP rating Material
MBZ 300 10A_CN (160219) * 160219 grey RAL 7035 230V AC IP30 Sheeting
MBZ 300 24A_CN (160230) * 160230 grey RAL 7035 230V AC IP30 Sheeting
MBZ 300 N48K COMPL. (149965) * 149965 grey RAL 7035 230V AC IP30 Sheeting
MBZ 300 N72 COMPL. (149966) * 149966 grey RAL 7035 230V AC IP30 Sheeting
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ACCESSORIES

GC 162 RWA *

Smoke detector for GEZE control panels

s

Ident- Operating
Designation Description No. Colour Dimensions voltage
GC 162 RWA Ceiling-mounted detector for GEZE SHEV control panels. 184110 white RAL  110x110x 24V
smoke detector * Operating lifetime up to 8 years thanks to automatic dust 9010 54 mm

and dirt compensation. Tested according to EN 54, incl. base

* The products designated above may vary in form, type, characteristics, function, or availability depending on the country.
Please get in touch with your GEZE contact person if you have any questions.
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