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Emergency exit electric strike 331 for safe opening of the
door in the event of danger
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TECHNICAL DATA

Productname FTÖ 331

Width 39 mm

Height 134 mm

Depth 23 mm

Type of installation in the door frame

Service temperature -15 - 40 °C

VARIANTS / ORDER INFO

Designation Description Ident-No.
Dimension
s

DIN
direction

Type of
installation

FTÖ 331 emergency
exit electric strike

With short strike plate, Dimensions: 200 x 25 x 3 mm /
Design: fail-safe Operating voltage: 24 V DC Current
consumption 160 mA Retention force 5000 N Side-load:
approx. 5000 N

027100 39 x 134 x
23 mm

left in the door
frame

FTÖ 331 emergency
exit electric strike

With angled strike plate, Dimensions: 220 x 30 x 48 x 3
mm / Design: fail-safe Operating voltage: 24 V DC
Current consumption 160 mA Retention force 5000 N
Side-load: approx. 5000 N

069605 39 x 134 x
23 mm

right in the door
frame

FTÖ 331 emergency
exit electric strike

Fafix version with short strike plate Dimensions: 200 x
25 x 3 mm / Design: fail-safe Operating voltage: 24 V DC
Current consumption 160 mA Retention force 5000 N
Side-load: approx. 5000 N

104001 39 x 134 x
23 mm

right in the door
frame

FTÖ 331 emergency
exit electric strike

Incl. strike plate with lock latch guide, dimensions: 200 x
35 x 3 mm / Design: fail-safe Operating voltage: 24 V DC
Current consumption 160 mA Retention force 5000 N
Side-load: approx. 5000 N

089346 39 x 134 x
23 mm

left in the door
frame

FTÖ 331 emergency
exit electric strike

With angled strike plate, Dimensions: 220 x 30 x 48 x 3
mm / Design: fail-safe Operating voltage: 24 V DC
Current consumption 160 mA Retention force 5000 N
Side-load: approx. 5000 N

069604 39 x 134 x
23 mm

left in the door
frame

FTÖ 331 emergency
exit electric strike

Fafix version with short strike plate Dimensions: 200 x
25 x 3 mm / Design: fail-safe Operating voltage: 24 V DC
Current consumption 160 mA Retention force 5000 N
Side-load: approx. 5000 N

103999 39 x 134 x
23 mm

left in the door
frame

FTÖ 331 emergency
exit electric strike

Incl. strike plate with lock latch guide, dimensions: 200 x
35 x 3 mm / Design: fail-safe Operating voltage: 24 V DC
Current consumption 160 mA Retention force 5000 N
Side-load: approx. 5000 N

089347 39 x 134 x
23 mm

right in the door
frame

FTÖ 331 emergency
exit electric strike

With short strike plate, Dimensions: 200 x 25 x 3 mm /
Design: fail-safe Operating voltage: 24 V DC Current
consumption 160 mA Retention force 5000 N Side-load:
approx. 5000 N

027101 39 x 134 x
23 mm

right in the door
frame
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