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ECdrive T2 drive  *
AREAS OF APPLICATION

Single and double leaf sliding door systems

Interior and exterior doors with high access frequency

Opening widths up to 2000 mm possible

Door leaf weight of up to 120 kg per leaf

Suitable profile systems are fine-framed profile system with insulating and Mono glass, toughened safety
glass clamping profiles, on-site frame and timber leaves
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Automatic linear sliding door drive for doors with up to 120 kg
leaf weight
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PRODUCT FEATURES

Can be networked, and integrated into the building automation via open standard (BACnet)

Independent error recognition and recording

Freely configurable inputs and outputs for different functions

Integrated battery for emergency opening and closing in the event of a power failure

Self-cleaning roller carriage reduces maintenance effort and costs

Various mechanical and electrical locks are optionally available
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TECHNICAL DATA

Productname ECdrive T2 drive  *

Height 100 mm

Depth 190 mm

ACCESSORIES

ADAPTER PROFILE  *

For on-site framed moving leaves

Designation Ident-No. Dimensions

Adapter profile  * 210434 2000 mm

CLAMPING PROFILE / SOCKET  *

Profile system with clamping profile at top and bottom for holding 10 mm
or 12 mm toughened safety glass

Designation Ident-No. Colour Dimensions Surface

Clamping profile / socket  * 210314 EV1 1000 mm Anodised light alloy EV1

Clamping profile / socket  * 210313 EV1 1500 mm Anodised light alloy EV1

Clamping profile / socket  * 210312 EV1 2000 mm Anodised light alloy EV1
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CLAMPING PROFILE FINE-FRAMED  *

Profile system with toughened safety glass clamping profile, fine-framed

Designation Ident-No. Colour Dimensions Surface

Clamping profile fine-framed  * 210316 EV1 1500 x 2500 mm Anodised light alloy EV1

Clamping profile fine-framed  * 210317 EV1 1500 x 2500 mm Anodised light alloy EV1

Clamping profile fine-framed  * 210315 EV1 2000 x 2500 mm Anodised light alloy EV1

CLAMPING PROFILE AT THE TOP  *

Profile system with clamping profile at the top for holding 10 mm or 12
mm toughened safety glass

Designation Ident-No. Colour Dimensions Surface

Clamping profile at the top  * 210301 EV1 1000 mm Anodised light alloy EV1

Clamping profile at the top  * 210300 EV1 1500 mm Anodised light alloy EV1

Clamping profile at the top  * 210299 EV1 2000 mm Anodised light alloy EV1

* The products designated above may vary in form, type, characteristics, function, or availability depending on the country.
Please get in touch with your GEZE contact person if you have any questions.
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