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1 Sicherheitshinweise

Fiir die Sicherheit von Personen ist es wichtig, diesen Anweisungen
Folge zu leisten. Diese Anweisungen sind aufzubewahren!

o Vor Montage die Sicherheitshinweise dieser Komponenten sowie
des Antriebs lesen und beachten! Gewahrleistungsanspriiche
setzen eine fachgerechte Montage, Installation und Wartung
nach den Angaben des Herstellers voraus.

@ Nur Sachkundige diirfen Montage, Inbetriebnahme und War-
tung durchfiihren. Eigenmaéchtige Verdanderungen an der Anlage
schlieBen jede Haftung von GEZE fir resultierende Schaden aus.

o FUr Reparatur- und Wartungsaufgaben nur GEZE Originalteile
verwenden.

@ Den neuesten Stand von Richtlinien, Normen und landerspezifi-
schen Vorschriften beachten.

o Die GEZE Funkempfangsplatine WRB-5 vor Schmutz und Wasser
schitzen.

2 Bestimmungsgemafer Gebrauch

Die GEZE Funkempfangsplatine WRB-5 dient der Ansteuerung von
GEZE Automatiktlranlagen. Drahtgebundene Schalter und Taster
kdénnen erganzt oder ersetzt werden.

3 Funkprogramm Automatik

1 Funksendemodul WTM (ID-Nr. 131212)
2 Funkhandsender WTH-1 (ID-Nr. 131209)
Funkhandsender WTH-2 (ID-Nr. 131210)
Funkhandsender WTH-4 (ID-Nr. 131211)
3 Funkempfangsplatine WRB-5 (ID-Nr. 135170)
Flachentaster KFT, weils (ID-Nr. 114078), niro (ID-Nr. 114077)
5 Ruckplatte fir den Flachentaster KFT, weils (ID-Nr. 131219),
niro (ID-Nr. 131220)
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4 Funktionsbeschreibung

In Abhdngigkeit vom angesteuerten Kanal sind folgende Funktions-
befehle moglich:

4] Kanal 1

Die Funktion von Kanal 1 hdngt von der Betdtigungsdauer des
eingelernten Tasters ab.

» Auf Kanal 1 eingelernte Taste kurz driicken (<5 s).

Tuar fahrt auf und schlieBt nach eingestellter Offenhaltezeit.

» Auf Kanal 1 eingelernte Taste lang driicken (>5 s).

Antrieb wechselt in Betriebsart "Daueroffen".

» Tur schlieBen: Entsprechende Taste nochmals kurz driicken.

472 Kanal 2

Die Funktion von Kanal 2 ist identisch mit der eingestellten Funkti-
on des Ansteuereingangs "Kontakt berechtigt” (KB) im Antrieb.

5 Montage / Anschluss

5. Anschluss des Funksenders

Funksendemodul WTM in den Flachentaster KFT einbauen
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Funksendemodul WTM an den Flachentaster KFT anschlie3en
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» Funkempfangsplatine WRB-5 (1) auf Abstandshalter (2) und
Steckleiste (3) setzen

6 Inbetriebnahme

Maximal 12 Funksender kénnen auf die Funkempfangsplatine ein-
gelernt werden. Werden mehr als 12 Funksender eingelernt, wird
immer der 12. Funksender iberschrieben.

6.1 Funksender auf Kanal 1 einlernen

Lerntaste (1) auf der Funkempfangsplatine WRB-5

» Einlernen aktivieren: Lerntaste (1) auf der Funkempfangsplatine
ca. 1 slang driicken.
o Die LED blinkt 1x pro Sekunde.
o Der Speicher fiir Kanal 1 ist ausgewahlt.
» Innerhalb von 30 s die entsprechende Taste am Funksender kurz
driicken.
o Die LED leuchtet zu Bestdtigung auf. Der Funksender ist er-
folgreich eingelernt und das Einlernen endet automatisch.
Sollen weitere Funksender auf Kanal 1 eingelernt werden, missen
die Schritte in Kapitel 6.1 wiederholt werden.

6.2 Funksender auf Kanal 2 einlernen

» Einlernen aktivieren: Lerntaste (1) auf der Funkempfangsplatine
ca. 1 slang driicken.
o Die LED blinkt 1x pro Sekunde.
» Lerntaste (1) erneut ca. 1 s lang driicken.
o Die LED blinkt 2x pro Sekunde.
o Der Speicher fiir Kanal 2 ist ausgewahlt.
» Innerhalb von 30 s die entsprechende Taste am Funksender kurz
druicken.
o Die LED leuchtet zu Bestatigung auf. Der Funksender ist er-
folgreich eingelernt und das Einlernen endet automatisch.
Sollen weitere Funksender auf Kanal 2 eingelernt werden, miissen
die Schritte in Kapitel 6.2 wiederholt werden.

6.3 Funksender l6schen

Eingelernte Funksender kdnnen nicht einzeln geléscht oder
Uberschrieben werden. Die Funksender kdnnen nur alle zusammen
geldscht werden.
» Lerntaste (1) am Funkempfangsmodul driicken, bis nach schnel-
ler Blinkfrequenz ein Dauersignal erscheint
(ca.55).
Alle eingelernten Funksender sind geldscht.

7 Wartung / Batteriewechsel
Al Funkhandsender

Der Batterielebenszyklus ist auf ca. 40 000 Betdtigungen ausge-
legt. Bei Leistungsabfall der Batterie blinkt die LED wahrend des
Betriebs.

» Batterie (Typ CR2032) austauschen.

0 Der Batterietyp CR2032 ist ab dem Hardware-Stand
00498.xx.00.00.00 gliltig.

72 Funksendemodul

Der Batterielebenszyklus ist auf ca. 100 000 Betatigungen ausge-
legt. Bei Leistungsabfall der Batterie blinkt die LED wahrend des
Betriebs.

> Batterie (Typ CR2032) austauschen.

8 Technische Daten

Frequenz 433,92 MHz
Sendeleistung <10 mW ERP
Reichweite ca.30m
Sicherheit Rolling-Code
Stromversorgung WTH 12V
Batterie Typ CR2032
45 mA
WTM 3V
Batterie Typ CR2032
150 mA
WRB-5 5V,7mA
(Stromaufnahme im
Standby)
Abmessungen (B x H x T) WTH 78 X 51 X 23 mm
WTM 44%x30%x 11 mm
WRB-5 44x27x10mm
Schutzart WTH IP 54
WTM IP 20
WRB-5 IP 00
Lagertemperatur -20 bis +85 °C
Betriebstemperatur =15 bis +50 °C
Luftfeuchtigkeit max. 95 %,

nicht kondensierend

9 Konformitatserklarung

c E Hiermit erklart die GEZE GmbH, dass der Funkanlagentyp
GEZE Funkprogramm Automatik den Richtlinien 2014/53/
EU und 2011/65/EU entspricht. Der vollstandige Text der
EU-Konformitatserklarung ist unter der folgenden Internet-
adresse verfligbar: www.geze.com

Fr EU-Lander: GemaR Richtlinie 2012/19/EU UGber Elektro-
und Elektronikaltgerate (WEEE).

GEZE GmbH

Reinhold-Voster-StraBe 21-29  Tel.: 0049 7152 203 0
71229 Leonberg Fax: 0049 7152 203 310
Germany www.geze.com
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1 Safety notices

It is important to follow these instructions for the safety of persons.
These instructions must be kept.

o Before installation, read and observe the safety notes for these
components and the drive. Warranty claims require proper
mounting, installation and maintenance in accordance with the
manufacturer's specifications.

@ Only appropriately qualified people may carry out installation,
commissioning and maintenance. Unauthorised modifications to
the system release GEZE from liability for any resulting damages.

o Only use GEZE original parts for repair and service work.

o Observe the latest versions of guidelines, standards and country-
specific regulations.

@ Protect the GEZE radio reception board WRB-5 from dirt and
water.

2 Intended use

The GEZE radio reception board WRB-5 is used for activating GEZE
automatic door systems. Wire-bound switches and push buttons
can be added or replaced.

3 Wireless program automatic

@ ®

1 Transmitting module WTM (ID no. 131212)
2 Remote control WTH-1 (ID no. 131209)
Remote control WTH-2 (ID no. 131210)
Remote control WTH-4 (ID no. 131211)
3 Radio reception board WRB-5 (ID no. 135170)
Elbow switch KFT, white (ID no. 114078), stainless steel (ID no. 114077)
5 Backplate for the elbow switch KFT, white (ID no. 131219),
stainless steel (ID no. 131220)

~

4 Functional description

Depending on the channel activated, the following function commands
are possible:

4] Channel 1

The function of channel 1 depends on how long the taught push

button is pressed.

» Press push button taught to channel 1 briefly (<5 s).

The door opens and closes in accordance with the hold-open time set.

» Press push button taught to channel 1 long (> 5 s).

The drive switches to operating mode “hold open”.

» To close the door: press corresponding push button once again
briefly.

42 Channel 2

The function of channel 2 is identical to the set function for the
activation input “contact authorised” (KB) in the drive.

5 Mounting / connection

51 Connection of the radio transmitter

Install the transmitting module WTM in the elbow switch KFT
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KFT

Connect the transmitting module WTM to the elbow switch KFT



52  Connection of the radio reception board

/

» Set radio reception board WRB-5 (1) onto spacer (2) and connector
strip (3)

6 Commissioning

A maximum of 12 radio transmitter can be taught to the radio
reception board. If more than 12 radio transmitters are taught,
the 12t radio transmitter is always overwritten.

6.1 Teach-in of radio transmitter to channel 1

Teach button (1) on the radio reception board WRB-5

» To activate teach-in: Press the teach button (1) on the radio
reception board for approx. 1s.

@ The LED flashes 1x per second.

s The memory for the channel 1 is selected.

» Press the corresponding push button on the radio transmitter
briefly within 30 seconds.

@ The LED lights up briefly as confirmation. The radio transmitter
has been taught successfully and teach-in has automatically
finished.

If further radio transmitters are to be taught to channel 1, the steps
in chapter 6.1 must be repeated.

6.2 Teach-in of radio transmitter to channel 2

> To activate teach-in: Press the teach button (1) on the radio
reception board for approx. 1s.

e The LED flashes 1x per second.

» Press (1) the teach button again for approx. 1 s.

@ The LED flashes 2x per second.

s The memory for the channel 2 is selected.

» Press the corresponding push button on the radio transmitter
briefly within 30 seconds.

o The LED lights up briefly as confirmation. The radio transmitter
has been taught successfully and teach-in has automatically
finished.

If further radio transmitters are to be taught to channel 2, the steps
in chapter 6.2 must be repeated.

6.3  Deleting the radio transmitter

Taught radio transmitters cannot be deleted or overwritten
individually. The radio transmitters can only all be deleted together.
» Press the teach button (1) on the receiving module until, after a

fast flashing frequency, a permanent signal appears (approx. 5 s).
All taught radio transmitters are deleted.

7 Maintenance / battery change

71 Remote control

The battery service life is designed for approx. 40 000 operations.
If the battery power drops, the LED flashes during operation.
> Replace battery (type CR2032).

0 The CR2032 battery is supported from the hardware stand
00498.xx.00.00.00 is valid.

72 Transmitting module

The battery service life is designed for approx. 100 000 operations.
If the battery power drops, the LED flashes during operation.
> Replace battery (type CR 2032).

8 Technical data

Frequency 433.92 MHz
Transmission power <10 mW ERP
Range approx.30m
Safety Rolling code
Power supply WTH 12V
Battery type CR2032
45 mA
WTM 3V
Battery type CR2032
150 mA
WRB-5 5V,7mA
(current consumption in
standby)
Dimensions (W x H x D) WTH 78 X 51 X 23 mm
WTM 44 x 30 x 11 mm
WRB-5 44 x27 x 10 mm
IP rating WTH IP 54
WTM IP 20
WRB-5 IP 00
Storage temperature -20to +85 °C
Service temperature -15 to +50°C
Humidity max. 95 %,

non-condensing

9 Declaration of conformity

c E GEZE GmbH hereby declares that the wireless system type
GEZE wireless program automatic complies with the Direc-
tives 2014/53/EU and 2011/65/EU. The complete text of the
EU Declaration of Conformity is available at the following
internet address: www.geze.com

For EU countries: In compliance with Directive 2012/19/EU
concerning Waste Electrical and Electronic Equipment (WEEE).

GEZE GmbH

Reinhold-Voster-StraBe 21-29  Tel.: 0049 7152 203 0
71229 Leonberg Fax: 0049 7152 203 310
Germany www.geze.com



