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Hold-open magnet
f lexible  335 mm  *

AREAS OF APPLICATION

Use for hold-open angles up to 180°, ideal for exact holding open

Use in harsh environments such as industrial buildings

Places of public assembly and highly frequented sports venues

Approved for GEZE hold-open systems

Wall, ceiling or floor installation
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For wall or ceiling installation with stand pipe 335 mm
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PRODUCT FEATURES

High retention force of 490N

Concealed line-feed and robust design

PRODUCT FEATURES

High retention force of 490N

Concealed line-feed and robust design

TECHNICAL DATA

Productname Hold-open magnet flexible 335 mm  *

Dimensions 90 x 80 x 335 mm

IP rating IP65 Magnet; IP20 connection

Type of installation Wall, Ceiling, Floor

Line-feed Below

Area of application Inside

VARIANTS / ORDER INFO

Designation Description
Ident-
No. Dimensions

Type of
installation IP rating

GEZE door hold-
open magnet  *

Wall/ceiling mounting, standpipe 335 mm, flexible
up to 110mm, easy to shorten, magnetic head
bendable through 90°

115953 90 x 80 x
335 mm

Wall,
Ceiling,
Floor

IP65 Magnet; IP20
connection

* The products designated above may vary in form, type, characteristics, function, or availability depending on the country.
Please get in touch with your GEZE contact person if you have any questions.
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H o l d - o p e n  m a g n e t  f l e x i b l e  3 3 5  m m   *
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