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Floor  guide for  glass
leaf

AREAS OF APPLICATION

For glass thicknesses 8, 10 and 12 mm

AREAS OF APPLICATION

For glass thicknesses 8, 10 and 12 mm

Floor guide with variable adjustment for glass thicknesses 8,
10 and 12 mm
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For glass thicknesses 8, 10 and 12 mm
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For glass thicknesses 8, 10 and 12 mm
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PRODUCT FEATURES

Floor guide for glass sliding doors adjustable to the glass thickness

PRODUCT FEATURES

Floor guide for glass sliding doors adjustable to the glass thickness

TECHNICAL DATA

Productname Floor guide for glass leaf

Leaf material Glass

Pane thickness 8 - 13.5 mm

VARIANTS / ORDER INFO

Designation Description
Ident-
No. Colour

Pane
thickness

Leaf
material

Floor guide for glass
leaf (adjustable)

with variable adjustment for pane thickness 8-13.5
mm, with frieze band to reduce noise on textured glass
surfaces, without attachment material

148019 Stainless steel
optic

8 - 13.5
mm

Glass

Floor guide for glass
leaf (adjustable)  *

with variable adjustment for pane thickness 8-13.5
mm, with frieze band to reduce noise on textured glass
surfaces, without attachment material

149657 according to
RAL

8 - 13.5
mm

Glass

Floor guide for glass
leaf (adjustable)

with variable adjustment for pane thickness 8-13.5
mm, with frieze band to reduce noise on textured glass
surfaces, without attachment material

120417 silver-coloured 8 - 13.5
mm

Glass
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