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PRODUCT FEATURES

With drill holes for fixing

PRODUCT FEATURES

With drill holes for fixing

TECHNICAL DATA

Productname Mounting plate guide rail  *

VARIANTS / ORDER INFO

Designation Description Ident-No. Colour Type Material

Mounting plate guide rail  * For R-ISM guide rail 118690 silver-coloured Aluminum

Mounting plate guide rail  * For R-ISM guide rail 118701 according to RAL Aluminum

INSTALLATION MATERIAL

TS 5000 R-ISM  *

Overhead door closer system with guide rail for double leaf doors with
closing sequence control and smoke switch

Designation Description
Ident-
No. Colour

Closing force in
accordance with
EN 1154

Hold-open
point min.

GEZE TS 5000 R-
ISM (optional TS
5000 ECline)

with electric hold-open device on both leaves
and integrated smoke switch control unit, guide
rail in 30 mm overall height

N/A dark bronze EN 2 - 6 80 °

GEZE TS 5000 R-
ISM (optional TS
5000 ECline)

with electric hold-open device on both leaves
and integrated smoke switch control unit, guide
rail in 30 mm overall height

N/A white RAL
9016

EN 2 - 6 80 °

GEZE TS 5000 R-
ISM/G (optional TS
5000 ECline)

with electric hold-open device on one side on
the active leaf and integrated smoke switch
control unit, guide rail at 30 mm installation
height

N/A silver-
coloured

EN 2 - 6 80 °

GEZE TS 5000 R-
ISM (optional TS
5000 ECline)

with electric hold-open device on both leaves
and integrated smoke switch control unit, guide
rail in 30 mm overall height

N/A Stainless steel
optic

EN 2 - 6 80 °

GEZE TS 5000 R-
ISM/G (optional TS
5000 ECline)

with electric hold-open device on one side on
the active leaf and integrated smoke switch
control unit, guide rail at 30 mm installation
height

N/A according to
RAL

EN 2 - 6 80 °

GEZE TS 5000 R-
ISM (optional TS
5000 ECline)

with electric hold-open device on both leaves
and integrated smoke switch control unit, guide
rail in 30 mm overall height

N/A silver-
coloured

EN 2 - 6 80 °
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Designation Description
Ident-
No. Colour

Closing force in
accordance with
EN 1154

Hold-open
point min.

GEZE TS 5000 R-
ISM/G (optional TS
5000 ECline)

with electric hold-open device on one side on
the active leaf and integrated smoke switch
control unit, guide rail at 30 mm installation
height

N/A Stainless steel
optic

EN 2 - 6 80 °

GEZE TS 5000 R-
ISM (optional TS
5000 ECline)

with electric hold-open device on both leaves
and integrated smoke switch control unit, guide
rail in 30 mm overall height

N/A according to
RAL

EN 2 - 6 80 °

* The products designated above may vary in form, type, characteristics, function, or availability depending on the country.
Please get in touch with your GEZE contact person if you have any questions.
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